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        SECTION 009101 
 

ADDENDUM NO. 1 
 
PART 1 - GENERAL 
 
1.1  GENERAL REQUIREMENTS 
 

A. General:  For the purpose of proposal, the Bidding and Contract Documents for the above project 
are changed as described herein.  The changes shall take precedence, and all other provisions of 
the Bidding and Contract Documents shall remain in force. 

 
B. Notation on Bid Form:  Failure to note receipt of this Addendum on a submitted Bid Form in 

accordance with the Bidding Documents may be cause for rejection of any Bid so submitted. 
 
PART 2 - SPECIFICATION CHANGES 
 
3.1  NEW SPECIFICATIONS 
 

A. The following additional Specification sections dated December 9, 2013, are issued with this 
Addendum, and are deemed a part thereof.  In addition, these sections are added to the Table of 
Contents within the Project Manual. 

 
 Section Number Title 
 
 009101 Addendum No. 1 
 077200 Roof Accessories 
 
3.2  REVISED SPECIFICATIONS 
 

A. The following Specification sections have been revised, bear revision date December 9, 2013, are 
issued with this Addendum, and are deemed a part thereof.  The changes are identified on the 
revised pages of each section, attached hereinafter, unless noted otherwise. 

 
 Section Number Title 
 
 TOC Table of Contents 
 047200 Cast Stone Masonry 
 
 

END OF SECTION 009101 
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SECTION 047200 

CAST STONE MASONRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Cast stone trim. including the following: 

a. Window sills. 
b. Surrounds. 
c. Belt courses. 
d. Quoins. 
e. Column covers. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 
1. For cast stone units, include construction details, material descriptions, dimensions of 

individual components and profiles, and finishes. 

B. LEED Submittals: 
1. Product Certificates for Credit MR 5:  For products and materials required to comply with 

requirements for regional materials indicating location and distance from Project of 
material manufacturer and point of extraction, harvest, or recovery for each raw material.  
Include statement indicating cost for each regional material and the fraction by weight that 
is considered regional. 

C. Shop Drawings:  Show fabrication and installation details for cast stone units.  Include 
dimensions, details of reinforcement and anchorages if any, and indication of finished faces. 
1. Include building elevations showing layout of units and locations of joints and anchors. 

D. Samples for Initial Selection:  For colored mortar. 

E. Samples for Verification: 
1. For each color and texture of cast stone required, 10 inches (250 mm) square in size. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For manufacturer. 
1. Include copies of material test reports for completed projects, indicating compliance of cast 

stone with ASTM C 1364. 

B. Material Test Reports:  For each mix required to produce cast stone, based on testing according 
to ASTM C 1364, including test for resistance to freezing and thawing. 
1. Provide test reports based on testing within previous two years. 

1.5 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  A qualified manufacturer of cast stone units similar to those 
indicated for this Project, that has sufficient production capacity to manufacture required units, 
and is a plant certified by the Cast Stone Institute. 
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B. Source Limitations for Cast Stone:  Obtain cast stone units through single source from single 
manufacturer. 

C. Source Limitations for Mortar Materials:  Obtain mortar ingredients of a uniform quality, including 
color, from one manufacturer for each cementitious component and from one source or producer 
for each aggregate. 

D. Mockups:  Build mockups to verify selections made under sample submittals and to demonstrate 
aesthetic effects and set quality standards for materials and execution. 
1. Build mockup of typical wall area as shown on Drawings. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Coordinate delivery of cast stone with unit masonry work to avoid delaying the Work. 

B. Pack, handle, and ship cast stone units in suitable packs or pallets. 
1. Lift with wide-belt slings; do not use wire rope or ropes that might cause staining.  Move 

cast stone units, if required, using dollies with wood supports. 
2. Store cast stone units on wood skids or pallets with nonstaining, waterproof covers, 

securely tied.  Arrange to distribute weight evenly and to prevent damage to units.  
Ventilate under covers to prevent condensation. 

C. Store cementitious materials on elevated platforms, under cover, and in a dry location.  Do not 
use cementitious materials that have become damp. 

D. Store mortar aggregates where grading and other required characteristics can be maintained and 
contamination can be avoided. 

1.7 PROJECT CONDITIONS 

A. Cold-Weather Requirements:  Do not use frozen materials or materials mixed or coated with ice 
or frost.  Do not build on frozen substrates.  Comply with cold-weather construction 
requirements in ACI 530.1/ASCE 6/TMS 602. 
1. Cold-Weather Cleaning:  Use liquid cleaning methods only when air temperature is 40 

deg F (4 deg C) and above and will remain so until cast stone has dried, but no fewer than 
seven days after completing cleaning. 

B. Hot-Weather Requirements:  Comply with hot-weather construction requirements in ACI 
530.1/ASCE 6/TMS 602. 

PART 2 - PRODUCTS 

2.1 CAST STONE MATERIALS 

A. General:  Comply with ASTM C 1364 and the following: 

B. Portland Cement:  ASTM C 150, Type I or Type III, containing not more than 0.60 percent total 
alkali when tested according to ASTM C 114.  Provide natural color or white cement as required 
to produce cast stone color indicated. 

C. Coarse Aggregates:  Granite, quartz, or limestone complying with ASTM C 33; gradation and 
colors as needed to produce required cast stone textures and colors. 

D. Fine Aggregates:  Natural sand or crushed stone complying with ASTM C 33, gradation and 
colors as needed to produce required cast stone textures and colors. 

E. Color Pigment:  ASTM C 979, synthetic mineral-oxide pigments or colored water-reducing 
admixtures; color stable, free of carbon black, nonfading, and resistant to lime and other alkalis. 
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F. Admixtures:  Use only admixtures specified or approved in writing by Architect. 
1. Do not use admixtures that contain more than 0.1 percent water-soluble chloride ions by 

mass of cementitious materials.  Do not use admixtures containing calcium chloride. 
2. Use only admixtures that are certified by manufacturer to be compatible with cement and 

other admixtures used. 
3. Air-Entraining Admixture:  ASTM C 260.  Add to mixes for units exposed to the exterior at 

manufacturer's prescribed rate to result in an air content of 4 to 6 percent, except do not 
add to zero-slump concrete mixes. 

4. Water-Reducing Admixture:  ASTM C 494/C 494M, Type A. 

G. Reinforcement:  Deformed steel bars complying with ASTM A 615/A 615M, Grade 60 (Grade 
420).  Use galvanized or epoxy-coated reinforcement when covered with less than 1-1/2 inches 
(38 mm) of cast stone material. 
1. Epoxy Coating:  ASTM A 775/A 775M. 
2. Galvanized Coating:  ASTM A 767/A 767M. 

H. Embedded Anchors and Other Inserts:  Fabricated from stainless steel complying with ASTM A 
240/A 240M, ASTM A 276, or ASTM A 666, Type 304. 

2.2 CAST STONE UNITS 

A. Regional Materials:  Cast stone units shall be manufactured within 500 miles (800 km) of Project 
site from aggregates[ and cement] that have been extracted, harvested, or recovered, as well as 
manufactured, within 500 miles (800 km) of Project site. 

B. Provide cast stone units complying with ASTM C 1364 using the either the vibrant dry cast or the 
wet-cast method.  Dry tamp method is not acceptable. 
1. Provide units that are resistant to freezing and thawing as determined by laboratory testing 

according to ASTM C 666/C 666M, Procedure A, as modified by ASTM C 1364. 

C. Fabricate units with sharp arris and accurately reproduced details, with indicated texture on all 
exposed surfaces unless otherwise indicated. 
1. Slope exposed horizontal surfaces 1:12 to drain unless otherwise indicated. 
2. Provide drips on projecting elements unless otherwise indicated. 

D. Fabrication Tolerances: 
1. Variation in Cross Section:  Do not vary from indicated dimensions by more than 1/8 inch 

(3 mm). 
2. Variation in Length:  Do not vary from indicated dimensions by more than 1/360 of the 

length of unit or 1/8 inch (3 mm), whichever is greater, but in no case by more than 1/4 inch 
(6 mm). 

3. Warp, Bow, and Twist:  Not to exceed 1/360 of the length of unit or 1/8 inch (3 mm), 
whichever is greater. 

4. Location of Grooves, False Joints, Holes, Anchorages, and Similar Features:  Do not vary 
from indicated position by more than 1/8 inch (3 mm) on formed surfaces of units and 3/8 
inch (10 mm) on unformed surfaces. 

E. Cure units as follows: 
1. Cure units in enclosed moist curing room at 95 to 100 percent relative humidity and 

temperature of 100 deg F (38 deg C) for 12 hours or 70 deg F (21 deg C) for 16 hours. 
2. Keep units damp and continue curing to comply with one of the following: 

a. No fewer than five days at mean daily temperature of 70 deg F (21 deg C) or above. 

F. Acid etch units after curing to remove cement film from surfaces to be exposed to view. 

G. Colors and Textures:  Match existing units at new Alpharetta City Hall. 
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2.3 MORTAR MATERIALS 

A. Provide mortar materials that comply with Section 042000 "Unit Masonry." 

B. Regional Materials:  Aggregate for mortar, cement, and lime shall be manufactured within 500 
miles (800 km) of Project site from materials that have been extracted, harvested, or recovered, 
as well as manufactured, within 500 miles (800 km) of Project site. 

2.4 ACCESSORIES 

A. Anchors:  Type and size indicated, fabricated from Type 304 stainless steel complying with 
ASTM A 240/A 240M, ASTM A 276, or ASTM A 666. 

B. Dowels:  1/2-inch- (12-mm-) diameter, round bars, fabricated from Type 304 stainless steel 
complying with ASTM A 240/A 240M, ASTM A 276, or ASTM A 666. 

2.5 MORTAR MIXES 

A. Comply with requirements in Section 042000 "Unit Masonry" for mortar mixes. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with requirements for 
installation tolerances and other conditions affecting performance of work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 SETTING CAST STONE IN MORTAR 

A. Set cast stone as indicated on Drawings.  Set units accurately in locations indicated with edges 
and faces aligned according to established relationships and indicated tolerances. 
1. Install anchors, supports, fasteners, and other attachments indicated or necessary to 

secure units in place. 
2. Coordinate installation of cast stone with installation of flashing specified in other Sections. 

B. Wet joint surfaces thoroughly before applying mortar or setting in mortar. 

C. Set units in full bed of mortar with full head joints unless otherwise indicated. 
1. Set units with joints 3/8 to 1/2 inch (10 to 13 mm) wide unless otherwise indicated. 
2. Build anchors and ties into mortar joints as units are set. 
3. Fill dowel holes and anchor slots with mortar. 
4. Fill collar joints solid as units are set. 
5. Build concealed flashing into mortar joints as units are set. 
6. Keep head joints in coping and other units with exposed horizontal surfaces open to 

receive sealant. 
7. Keep joints at shelf angles open to receive sealant. 

D. Provide sealant joints at copings and other horizontal surfaces, at expansion, control, and 
pressure-relieving joints, and at locations indicated. 
1. Keep joints free of mortar and other rigid materials. 
2. Build in compressible foam-plastic joint fillers where indicated. 
3. Form joint of width indicated, but not less than 3/8 inch (10 mm). 
4. Prime cast stone surfaces to receive sealant and install compressible backer rod in joints 

before applying sealant unless otherwise indicated. 
5. Prepare and apply sealant of type and at locations indicated to comply with applicable 

requirements in Section 079200 "Joint Sealants." 
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3.3 INSTALLATION TOLERANCES 

A. Variation from Plumb:  Do not exceed 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm 
in 6 m), or 1/2 inch (12 mm) maximum. 

B. Variation from Level:  Do not exceed 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm 
in 6 m), or 1/2 inch (12 mm) maximum. 

C. Variation in Joint Width:  Do not vary joint thickness more than 1/8 inch in 36 inches (3 mm in 900 
mm) or one-fourth of nominal joint width, whichever is less. 

D. Variation in Plane between Adjacent Surfaces (Lipping):  Do not vary from flush alignment with 
adjacent units or adjacent surfaces indicated to be flush with units by more than 1/16 inch (1.5 
mm), except where variation is due to warpage of units within tolerances specified. 

3.4 ADJUSTING AND CLEANING 

A. Remove and replace stained and otherwise damaged units and units not matching approved 
Samples.  Cast stone may be repaired if methods and results are approved by Architect. 

B. Replace units in a manner that results in cast stone matching approved Samples, complying with 
other requirements, and showing no evidence of replacement. 

C. In-Progress Cleaning:  Clean cast stone as work progresses. 
1. Remove mortar fins and smears before tooling joints. 
2. Remove excess sealant immediately, including spills, smears, and spatter. 

D. Final Cleaning:  After mortar is thoroughly set and cured, clean exposed cast stone as follows: 
1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes 

or chisels. 
2. Test cleaning methods on sample; leave one sample uncleaned for comparison purposes.  

Obtain Architect's approval of sample cleaning before proceeding with cleaning of cast 
stone. 

3. Protect adjacent surfaces from contact with cleaner by covering them with liquid strippable 
masking agent or polyethylene film and waterproof masking tape. 

4. Wet surfaces with water before applying cleaners; remove cleaners promptly by rinsing 
thoroughly with clear water. 

5. Clean cast stone by bucket-and-brush hand-cleaning method described in BIA Technical 
Notes 20. 

END OF SECTION 047200  
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SECTION 077200 

ROOF ACCESSORIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes:  Roof hatches. 

1.3 PERFORMANCE REQUIREMENTS 

A. General Performance:  Roof accessories shall withstand exposure to weather and resist 
thermally induced movement without failure, rattling, leaking, or fastener disengagement due to 
defective manufacture, fabrication, installation, or other defects in construction. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of roof accessory indicated.  Include construction details, 
material descriptions, dimensions of individual components and profiles, and finishes. 

B. Shop Drawings:  For roof accessories.  Include plans, elevations, keyed details, and 
attachments to other work.  Indicate dimensions, loadings, and special conditions.  Distinguish 
between plant- and field-assembled work. 

1.5 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings:  Roof plans, drawn to scale, and coordinating penetrations and 
roof-mounted items.  Show the following: 
1. Size and location of roof accessories specified in this Section. 
2. Method of attaching roof accessories to roof or building structure. 
3. Other roof-mounted items including mechanical and electrical equipment, ductwork, 

piping, and conduit. 
4. Required clearances. 

B. Warranty:  Sample of special warranty. 

1.6 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For roof accessories to include in operation and 
maintenance manuals. 

1.7 COORDINATION 

A. Coordinate layout and installation of roof accessories with roofing membrane and base flashing 
and interfacing and adjoining construction to provide a leakproof, weathertight, secure, and 
noncorrosive installation. 

B. Coordinate dimensions with rough-in information or Shop Drawings of equipment to be 
supported. 
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1.8 WARRANTY 

A. Special Warranty on Painted Finishes:  Manufacturer's standard form in which manufacturer 
agrees to repair finishes or replace roof accessories that show evidence of deterioration of 
factory-applied finishes within specified warranty period. 
1. Fluoropolymer Finish:  Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period:  10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 METAL MATERIALS 

A. Aluminum Sheet:  ASTM B 209 (ASTM B 209M), manufacturer's standard alloy for finish 
required, with temper to suit forming operations and performance required. 
1. Exposed Coil-Coated Finish:  Prepare, pretreat, and apply coating to exposed metal 

surfaces to comply with coating and resin manufacturers' written instructions. 
a. Two-Coat Fluoropolymer Finish:  AAMA 620.  System consisting of primer and 

fluoropolymer color topcoat containing not less than 70 percent PVDF resin by 
weight. 

2. Concealed Finish:  Pretreat with manufacturer's standard white or light-colored acrylic or 
polyester-backer finish consisting of prime coat and wash coat, with a minimum total dry 
film thickness of 0.5 mil (0.013 mm). 

B. Aluminum Extrusions and Tubes:  ASTM B 221 (ASTM B 221M), manufacturer's standard alloy 
and temper for type of use, finished to match assembly where used, otherwise mill finished. 

C. Stainless-Steel Sheet and Shapes:  ASTM A 240/A 240M or ASTM A 666, Type 304. 

2.2 MISCELLANEOUS MATERIALS 

A. Fasteners:  Roof accessory manufacturer's recommended fasteners suitable for application 
and metals being fastened.  Match finish of exposed fasteners with finish of material being 
fastened.  Provide nonremovable fastener heads to exterior exposed fasteners.  Furnish the 
following unless otherwise indicated: 

2.3 ROOF HATCH 

A. Roof Hatches:  Metal roof-hatch units with lids and insulated, single-walled curbs; welded or 
mechanically fastened and sealed corner joints; continuous lid-to-curb counterflashing and 
weathertight perimeter gasketing; stepped integral metal cant raised the thickness of roof 
insulation; and integrally formed deck-mounting flange at perimeter bottom. 
1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 
a. Babcock-Davis. 
b. Bilco Company (The). 
c. Dur-Red Products. 
d. J. L. Industries, Inc. 
e. Milcor Inc.; Commercial Products Group of Hart & Cooley, Inc. 
f. Nystrom. 
g. O'Keeffe's Inc. 
h. Pate Company (The). 

B. Type and Size:  Single-leaf lid, 30 by 36 inches (750 by 900 mm). 
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C. Loads:  Minimum 40-lbf/sq. ft. (1.9-kPa) external live load and 20-lbf/sq. ft. (0.95-kPa) internal 
uplift load. 

D. Hatch Material:  Aluminum sheet, 0.090 inch (2.28 mm) thick. 
1. Finish:  Two-coat fluoropolymer. 
2. Color:  As selected by Architect from manufacturer's full range. 

E. Construction: 
1. Insulation:  Polyisocyanurate board. 
2. Hatch Lid:  Opaque, insulated, and double walled, with manufacturer's standard metal 

liner of same material and finish as outer metal lid. 
3. Fabricate curbs to minimum height of 12 inches (300 mm) unless otherwise indicated. 

F. Hardware:  Stainless-steel spring latch with turn handles, butt- or pintle-type hinge system, and 
padlock hasps inside. 

G. Safety Railing System:  Roof-hatch manufacturer's standard system including rails, clamps, 
fasteners, safety barrier at railing opening, and accessories required for a complete installation; 
attached to roof hatch and complying with 29 CFR 1910.23 requirements and authorities having 
jurisdiction. 
1. Height:  42 inches (1060 mm) above finished roof deck. 
2. Posts and Rails:  Galvanized-steel pipe, 1-1/4 inches (31 mm) in diameter or 

galvanized-steel tube, 1-5/8 inches (41 mm) in diameter. 
3. Flat Bar:  Galvanized steel, 2 inches (50 mm) high by 3/8 inch (9 mm) thick. 
4. Maximum Opening Size:  System constructed to prevent passage of a sphere 21 inches 

(533 mm) in diameter. 
5. Self-Latching Gate:  Fabricated of same materials and rail spacing as safety railing 

system.  Provide manufacturer's standard hinges and self-latching mechanism. 
6. Post and Rail Tops and Ends:  Weather resistant, closed or plugged with prefabricated 

end fittings. 
7. Provide weep holes or another means to drain entrapped water in hollow sections of 

handrail and railing members. 
8. Fabricate joints exposed to weather to be watertight. 
9. Fasteners:  Manufacturer's standard, finished to match railing system. 
10. Finish:  Manufacturer's standard. 

a. Color:  As selected by Architect from manufacturer's full range. 

H. Ladder-Assist Post:  Roof-hatch manufacturer's standard device for attachment to roof-access 
ladder. 
1. Operation:  Post locks in place on full extension; release mechanism returns post to 

closed position. 
2. Height:  42 inches (1060 mm) above finished roof deck. 
3. Material:  Aluminum. 
4. Post:  1-5/8-inch- (41-mm-) diameter pipe. 
5. Finish:  Manufacturer's standard baked enamel or powder coat. 

a. Color:  As selected by Architect from manufacturer's full range. 

2.4 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 
recommendations for applying and designating finishes. 

B. Appearance of Finished Work:  Noticeable variations in same piece are not acceptable.  
Variations in appearance of adjoining components are acceptable if they are within the range of 
approved Samples and are assembled or installed to minimize contrast. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with installer present, to verify actual locations, 
dimensions, and other conditions affecting performance of the Work. 

B. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored. 

C. Verify dimensions of roof openings for roof accessories. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. General:  Install roof accessories according to manufacturer's written instructions. 
1. Install roof accessories level, plumb, true to line and elevation, and without warping, jogs 

in alignment, excessive oil canning, buckling, or tool marks. 
2. Anchor roof accessories securely in place so they are capable of resisting indicated 

loads. 
3. Use fasteners, separators, sealants, and other miscellaneous items as required to 

complete installation of roof accessories and fit them to substrates. 
4. Install roof accessories to resist exposure to weather without failing, rattling, leaking, or 

loosening of fasteners and seals. 

B. Metal Protection:  Protect metals against galvanic action by separating dissimilar metals from 
contact with each other or with corrosive substrates by painting contact surfaces with 
bituminous coating or by other permanent separation as recommended by manufacturer. 
1. Coat concealed side of uncoated aluminum roof accessories with bituminous coating 

where in contact with wood, ferrous metal, or cementitious construction. 

C. Roof-Hatch Installation: 
1. Install roof hatch so top surface of hatch curb is level. 
2. Verify that roof hatch operates properly.  Clean, lubricate, and adjust operating 

mechanism and hardware. 
3. Attach safety railing system to roof-hatch curb. 
4. Attach ladder-assist post according to manufacturer's written instructions. 

3.3 REPAIR AND CLEANING 

A. Galvanized Surfaces:  Clean field welds, bolted connections, and abraded areas and repair 
galvanizing according to ASTM A 780. 

B. Touch up factory-primed surfaces with compatible primer ready for field painting according to 
Section 099113 "Exterior Painting" and Section 099123 "Interior Painting." 

C. Clean exposed surfaces according to manufacturer's written instructions. 

D. Clean off excess sealants. 

E. Replace roof accessories that have been damaged or that cannot be successfully repaired by 
finish touchup or similar minor repair procedures. 

END OF SECTION 077200 
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