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Line # Manufacturer’s 
Name 

Manufacturer’s 
Number 

Qty/Unit Description Specifications Price 

1.  Sony AWS-G500 1/Each Anycast Station Live 
Content Producer  

Video Format, NTSC Resolution, 1280x1024 @ 100 MHz Quantization,8 Bit Sampling, 4:2:2 
Audio Sampling, 48 kHz Quantization, 24 Bit Processing 
Input and Output Connectors 
Video In: Composite Video x4- On BNC, Y/C S-Video x4- On 4-Pin, DV Media x2-On 4-Pin, RGB x2- on HD- 15  
Audio In: Balanced mic or line x2- One XLR combo, One TRS combo, Unbalanced Stereo x4- On TRS 
Unbalanced Stereo on RCAs  
Video Out: Composite Video-On a BNC, Y/C S-Video-On a 4-Pin, RGB x2-On HD-15, Black Burst x2- On BNC  
Audio Out: Program Out, On 2 TRS Mix Out, On 2 RCA Auxiliary Out, On 2 TRS Monitor Out, On 2 TRS 
Headphone x2, on 1/4" Stereo Intercom, 9-Pin  
Interface: Network, RJ-45 USB x2, USB A, 1.1 RGB GUI, HD-15 Remote, RS-232, 9-Pin Factory Use, HD-15 
Memory Stick, Slot  
VISCA Camera Control 8-Pin  
Control Audio: 6 Stereo Channel Mixing, Channel Faders and Master Fader, Equalization Talkback Microphone  
Video: 6 Video Inputs Switching on PGM and PVW Buses, Mix and Effects Channel, Web Streaming 
Device Control for HDD and Pan/Tilt/Zoom 
Power Requirements   120 VAC, 50-60 Hz  
Dimensions (WxDxH) 17 x 14 x 4.5" , 42.4 x 35.4 x 11.4cm 
Weight 15.5 lbs 7 kg    
Extended Warranty – 3 years   

 
 

2.  Calzone ES25SAG50C 1/each Calzone Escort 25 SAG 
Hard Transit Case with 
EZ Haul  

Material Exterior: Black ABS plastic laminated over 3/8" thick plywood 
Interior: 2.0" custom foam padding  
Type of Closure 2 Butterfly latches 
Exterior Dimensions Not specified 
Interior Dimensions 40.4 x 22 x 5.9" (102.5 x 56 x 15 cm) (LxWxH) approximately 
Carrying/Transport Options 2 Metal handles Telescoping handle with recessed wheels  
Weight Not specified 

 

3.  JVC BR-DV3000UB 6/Each JVC BR-DV3000UB 
Professional DV Compact 
Editing VTR, NTSC and 
PAL Systems, RS-422 
Control, Time Code 
Reader/Generator  
 

Signal System NTSC and PAL Systems 
Format DV 8-Bit, 4:1:1 Sampling, 5:1 Compression, 25mb/sec. Large and Small Cassettes 
Tape Speed 18.812 mm / sec. 
Signal-to-Noise Ratio 55 dB 
Maximum Record Time 276 Minutes (Large Cassette) 63 Minutes (Small Cassette) 
Audio Signal Format 16 bit / 48kHz 2 Channel Mode 12 bit / 32kHz 4 Channel Mode 
Frequency Response 20Hz to 20kHz (16 bit mode) 
Signal to Noise Ratio Not Specified by Manufacturer  
Input and Output Connectors Firewire- 4-Pin (x 1 input and output both) 
S-Video- 4-Pin (x 1 input, 1 output) Composite Video- RCA (x 1 input, 1 output)  
Audio Input- RCA (x 2 input, 2 output) Microphone- Stereo Mini (x 1 input) 
Remote- RS-422 9-Pin (x 1) Remote- Serial Bus for RM-G30 (x 1)  
Power Requirements 12 Volts DC 
Power Consumption 38 Watts  
Operating Temperature 32° to 104° F 0° to 40° C 
Dimensions (WxHxD) 8.4 x 3.5 x 12.8 Inches 212 x 88 x 327 mm 
Weight 5.5 Lbs 2.5 kg 
Extended Warranty – 3 years 

 

4.  Canon XL-2 9549A001 3/Each Canon XL-2 1/3" 3-CCD 
Widescreen MiniDV 
Camcorder Kit with 24P 
Recording, 20x Optical 
Zoom Lens and 
Advanced Optical Image 
Stabilizer, includes Series 
7 Battery Kit and 
Camcorder Bag 

Signal System NTSC 60i, 30p and 24p Record Modes Available 
Image Device 1/3" 3-CCD  16:9 and 4:3 Switchable 
Lens Standard 20x Zoom Lens with Canon XL Mount, Focal Length, 5.4 to 108 mm in, 20x Optical Zoom, No Digital 
Zoom, Wide Aperture Range, f/1.6-3.5 (depending on zoom), Minimum Object Distance, 20 mm Macro Mode,1 Meter 
Standard Mode, Filter Diameter 72 mm  
Signal-to-Noise Ratio Not Specified By Manufacturer 
Horizontal Resolution 530 Lines  
Sensitivity Not Specified By Manufacturer  
Minimum Illumination 5.5 Lux with f/1.6 in 60i Mode, 4:3 Aspect, 1/60 Second Shutter 
Vertical Smear Not Specified By Manufacturer 
Built-in Filters ND 6: 2 Stops ND 32: 5 Stops 
LCD Monitor 2.5" LCD with VF Magnifier Removed 
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 Viewfinder Color LCD with Magnifier and Adjustable Ocular 
Scan Matching Yes 
Memory Card Slot No 
Shutter Speed Range 1/24-1/15,000 sec 
Gain Selection -3, Auto, 0, 3, 6, 12, 18 db 
 
VTR  
Tape Format Mini DV 
Tape Speed 18.81 mm/s  
Signal-to-Noise Ratio Not Specified By Manufacturer 
Maximum Recording Time SP Mode: 80 min LP Mode: 120 min 
 
Audio  
Audio Dynamic Range Not Specified By Manufacturer 
Audio Signal Format 16-bit/48kHz (2 channel mode) 12-bit/32kHz (4 channel mode) 
Audio Frequency Response 20Hz to 20kHz  
Signal to Noise Ratio Not Specified By Manufacturer 
Input and Output Connectors  Composite Video: RCA (x1 Input, x1 Output) Composite Video: BNC (x1 Input, x1 
Output) S-Video: 4-Pin (x1 Input, x1 Output) FireWire: 4-Pin (x1 Input, x1 Output) 
Mic Audio: XLR (x2 Input) Mic Audio: Mini Stereo (x1 Input) Line Audio: RCA (x2 Input, x2 Output) 
Headphone: Mini Stereo (x1) LANC Control: Mini Stereo (x1)  
Power Requirements 7.2 VDC 
Power Consumption 7.1W 
Operating Temperature 32-104°F (0-40°C) 
Dimensions (WxHxD) 8.9 x 8.7 x 19.5" (22.5 x 22 x 49.6 cm) 
Weight 5.3 lb (3.5 kg) 
Extended Warranty – 3 years 

5.  Series 7 SL-50 27/Each Lithium Battery Pack - 7.2 
VDC 

Chemistry Lithium-Ion 
Output Voltage 7.2 VDC  
Capacity 7000 mAh 
Dimensions (WxHxD) 1.5 x 2.4 x 2.8" 3.8 x 6 x 7.1cm 
Weight 0.7 lbs 317 grams 

 

6.  Canare A2V1 1000/ft Canare Dual Balanced 
Audio and Single Coaxial 
Remote Cable – 1000 
feet 

Nom. O.D. in. (mm) .382 (9.7) 
Bundled Cable Type x Qty.  
Audio - Twisted Pair 2B2-AT x2  
Cond. Strand Qty./mm AWG 16/0.12 #25  
Insulation Type* Color Code  IPE ORN, WHT 
Channel Jacket Color Code PVC GRY/RED, GRY/BLU  
Pitch Twist Quad in. (mm) <0.99 (<25) 
Shield Coverage AL Foil 100% + TC Drain Wire (22AWG) 
Video – Coax 3C-2V x1 
Cond. Strand Qty./mm AWG 1/0.5 #24 
Insulation Type* Clear 
Channel Jacket Color Code PVC BLK 
Shield Coverage AC Braid >97% 

 

7.  Belden BL-1812A 1000/ft Belden 1812A Two-
Conductor 24 AWG Low-
Impedance Cable 1000ft 
Black 

Number of Conductors: 2  
Total Number of Conductors: 2  
AWG: 24  
Stranding: 42x40  
Conductor Material: High Conductivity BC - Bare Copper  
Insulation Material: PVC - Polyvinyl Chloride  
Outer Shield Material: BC - Bare Copper  
Outer Jacket Material: PVC - Polyvinyl Chloride  
Plenum (Y/N): N  
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Applications: Microphone and Musical Cables  
Two Conductor - Low Impedance  
 

8.  Canon TA100 3/Each Tripod Adapter - for XL2 
Camcorder 

  

9.  Canon 3089A002 3/Each Canon ZR-1000 Zoom 
Remote Control, for 
Camcorders with Control-
L (Lanc) 
 

  

10.  Varizoom VZ-TFT7U 3/each Varizoom 7" Widescreen 
Color LCD Monitor Kit, 
includes Carry Case, Li-
Ion Battery and Charger, 
Shoe Mount, Sun Hood, 
AC Adapter, Car Adapter 
and Cables  
 

Power Consumption 6W 
Power Requirements 12-15V DC 
Weight Not Specified by Manufacturer 
Dimensions 193 x 142 x 41mm (WxHxD) 7.6 x 5.6 x 1.6" (WxHxD) 
Screen Size 7" 16:9 aspect ratio 
Backlight/Brightness 300cd/m 
Display Type TFT LCD 
Color Full Color 
Picture Elements 1440 Horizontal and 234 Vertical Pixels 
Scan Frequencies Not Applicable 
I/O Connections Video I/O Mini 
Audio In/Out None 
Other I/O Earphone (Mini-Stereo) Power 
Other Camera Mountable Yes (requires the optional VZ-Shoe adaptor) 
Desktop Stand Built-in rear mounted "Kick Stand" 
Hood Not Applicable 
Rackmountable Not Applicable 

 

11.  Bogen/Manfrott
o 

516515PKIT 3/Each Tripod with 516 Pro Video 
Fluid Head & 3141 100 
mm Ball Leveler, Case – 
Supports 22 lb 

Load Capacity 22.0 lbs (10 kg) 
Mount/Base 3/8" Female Thread  
Balance Plate Yes, Sliding 
Pan & Tilt Range 360°, -60/+90°  
Pan & Tilt Drag 1 step, plus variable Teflon friction  
Leveling Bubble/Illuminated Yes / Non  
Material Aluminum  
Leg Stages/Sections 2/3 
Minimum Height 17.5" (44.45 cm)  
Maximum Height 66.3" (168.40 cm)  
Folded Length 32.9" 83.57 cm)  
Weight 12.1 lbs (5.49 kg) 

 

12.  Bogen/Manfrott
o 

3198 3/Each Bogen / Manfrotto 3198 
Cine/Video Deluxe Dolly - 
for Tripods with Dual 
Spiked Feet 
 

Construction Aluminum  
Doorway Width 44.1  
Folded Length 25.5"  
Wheel Diameter 5.0"  
Wheel Lock Yes  
Cable Guards Yes  
Weight 13.7 lbs 
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13.  Canare R300S 3/Each Cable Spool with stacking 
tabs with cable cut out 

Size: Small 
Weight 9.5 
Stackable Yes 
Caster No 
Connector Mounting No 
Cable cut out Yes 
Hanger Yes 

 

14.  Pro-Co Sound SMA1204FBX-75 1/Each StageMaster Series 
Snake 16 Channel 
Stagebox to Fanout 
Cable (12x Send + 4x 
XLR Male Return) - 75'  
 

Cable Type Multi-pair 16 Channel Stagebox to Fanout audio cable 
Length 75' (22.9 m) 
Gauge 24 
Shielding Aluminum / polyester tape wrapped for 100% coverage 
Connector 1 16 Channel Stagebox (XLR Female) 
Connector 2 12x Send + 4x XLR Male Return 

 

15.  Mackie MCK-CFX16 1/Each CFX Series Effects Mixer 
16 Digital Channel with 
Soft Carrying Case 
CFX16MKIIBAG 

Total # Of Inputs 12 - Balanced 1/4" TRS Line Inputs  
Mic/Line Inputs 12 - Balanced 1/4" TRS Phone 8 - Balanced XLR Inputs 
Stereo Line Inputs 2 - Balanced 1/4" TRS Phone (channels 9-10) 
In-Line Inputs/Returns No 
AUX Sends 2 - 1/4" TRS Phone  
AUX Returns 2 - 1/4" TRS Phone 
Inserts "Main Inserts" (L/R) 1/4" TRS Phone  
BUS (Group) Outputs 4 - Balanced 1/4" TRS Phone outputs 
2 Trk Master I/O "Utility Out" (L/R) 1/4" TRS Phone  
ALT I/O 2 - RCA (L/R) input & output  
Monitor Outputs 2 - Balanced 1/4" TRS Phone (L/R)  
EQ Section High +/-15dB @ 12kHz Mid +/- 15dB @ 100Hz to 8kHz  
Low +/-15dB @ 80kHz Low Cut 100Hz, -18 dB/octave 
Low Mid (stereo channel EQ)+/- 15dB @ 400Hz Low Cut 100Hz, -18dB/octave 
Graphic EQ (9 bands): Q=1.414, ISO octave centers +/- 15dB @ 63,125,250,500,1k,2k,4k,8k,16k Hz  
Solo/Mute MUTE & PFL SOLO on each Channel 
Channel Level Control 60mm Logarithmic Faders 
Trim/Gain Control Input Level Trim Control Range: +6 to -50dB  
Phantom Power +48V DC  
Metering 12 - Segment Peak LED's Main (L/R) 
Frequency Response Mic Input to any Output (Trim at 0dB): +0,-1 dB, 32Hz to 20kHz 
Dynamic Range not specified by manufacturer 
Signal-to-Noise Ratio 20Hz to 20kHz BW (150 ohm source impedance): Equivalent Input Noise (EIN): -127 dBu 
Residual Output Noise: main, monitor, & effects outputs, Channel and master levels off -95dBu  
Total Harmonic Distortion (THD) THD and SMPTE IMD; 20Hz to 20kHz  
Mic Input to Main Output: <0.005% @ +4dBu output 
Power Supply not specified by manufacturer 
Dimensions 5.0 x 21.4 x 16.2" (127 x 544 x 412mm) (H x W x D) 
Weight 21.0 lbs (9.5 kg) 

 

16.  Fostex 6301BEAV 1/Each 6301BEAV Powered 
Compact Monitor with 
Full Range 4" Speaker 
and XLR and 1/4" Inputs - 
Shielded (Single)  
  

Low Frequency Driver No 
Mid Frequency Driver 4" Full Range  
High Frequency Driver No 
Crossover No 
LF Amplifier 10 watts (20Hz to 50kHz range) 
HF Amplifier No 
Frequency Range 80Hz to 13kHz (reproduction) 
Impedance Not applicable 
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Maximum Sound Pressure Level (SPL) 84dBW at 1 meter 
Maximum Power Handling Not applicable (already powered) 
Controls and Indicators Front panel volume control and power on/off switch Power On LED 
Connectors XLR and 1/4" TS 1/4" Output connector for access to the amplifier  
Shielded Yes 
Size (HxWxD) 7 7/16" x 4 3/4" x 4 5/8"  
Weight 6.6lbs  
Specialties Manufactured from cast aluminum - robust and road worthy 

17.  Sony ECM-55B 8/Each Sony ECM-55B - Omni-
Directional Lavalier 
Condenser Microphone  
 

Transducer Electret Condenser 
Polar Pattern Omnidirectional 
Frequency Response 30 Hz - 18 kHz 
Dynamic Range (Typical) 98 dB 
Signal-to-Noise Ratio 66 dB, (@ 1 kHz) 
Maximum Input Sound Level 126 dB, (@ 1 kHz, 1% THD) 
Power Requirements 'AA' Battery (1.5v DC), or Phantom Power (48v) 
Output Impedance 100 Ohms, (+/-20% (1 kHz) Balanced) 
Output Connectors XLR-3M Type 
Pad None 
Low Frequency Roll-Off None 
Applications Radio, Television and Broadcast. 
Dimensions Microphone: .85 x .44" (21 x 10.6mm) Lx Diameter Power Supply: 5.25 x .82 (131.5 x 
20mm) LxW Cable: 10' x .09" (3m x 2.3mm) LxW 
Weight Microphone: 0.23 oz. (6.5 g) Power Supply: 4.2 oz. (120 g) 

 

18.  Shure SM58 8/Each Shure SM58-LC - 
Cardioid Handheld 
Dynamic Microphone 
 

Transducer (Moving Coil) Dynamic 
Polar Pattern Cardioid 
Frequency Response 50 Hz - 15 kHz 
Maximum Input Sound Level not specified by manufacturer 
Power Requirements None Dynamic, Requires No Phantom or Battery Power 
Output Impedance 150 Ohms (300 Ohms Actual) for Connection to Low Impedance Microphone Inputs. 
Output Connectors XLR-3M Type 
Dimensions 6.375 x 2" (162 x 51mm) LxDiameter 
Weight 10.5 oz. (298 g) 

 

19.  Audio Technica AT8314-25 18/Each 3-pin XLR M to 3-pin F 
Balance Cable 25’ 

Cable Type 3-pin to 3-pin XLR Cable 
Length 25 Foot 
Ideal Application Used to connect a microphone to an amplifier, mixer or other professional device, or to another length 
of XLR cable. 
 
Cable  
Conductors 2 stranded bear-annealed copper-twisted pair configuration 
Gauge 24 AWG 36 AWG 
Shielding 36 AWG copper spiral shield - 100% coverage 
Dielectric (Insulation) 
Polyethylene  
Capacitance 104nF/km 
Jacket Black PVC (Polyvinyl Chloride) - .045" 
Pull Strength Not Specified by Manufacturer 
Bend Radius Not Specified by Manufacturer 
 
Connectors  
Shielding None 
Connector 1 3-pin XLR (Male) 
Connector 2 3-pin XLR (Female) 
Contacts Silver-Coated Copper 
Body Nickel (Black) 
Interface Required 3-pin XLR (Male) and 3-pin XLR (Female) 
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Standards Certification None 
Warranty 1 Year 

20.  PortaCom COM60FCS 1/Each 2 Channel Intercom 
System w/6 headsets & 
cables 

Type 6 (2-Way) Single Earpiece Headsets, Two Channel, Wired, Intercom System  
Operating Range 2,500' (762 m) 
Nominal Line Level -15 dBv 
Signal-to-Noise Ratio -65 dB 
Channel Separation -45 dB 
Distortion < 0.5% 
Interconnecting Cable  2 Conductor Shielded Cable (3-Pin, XLR-M - to - XLR-F Connectors) 
Power Console 
Type PC-100 Two-Channel Power Console with External AC Power Adapter 
# of Output Connectors 4 x 3-Pin XLR Male  
Voltage Output to Belt Packs 22 V DC 
Maximum Current Capacity 400 mA 
Maximum # of Belt Packs 20 BP-100 Belt Packs 
Input Power Requirement 24 V AC, 50/ 60 Hz, 750 mA 30-40 V DC, 500 mA 
Dimensions 1.75 x 8.5 x 4.5" (45 x 216 x 114mm)  
Weight 3.6 lbs. (1.7 Kg.) 
Belt Pack 
Type BP-200 Belt Pack with Volume Control, A/B Channel Switch, Microphone Mute Switch and Call Light 
Input Line Connector 3-Pin XLR Female  
Headset Connector 4-Pin XLR Male  
Bridging Impedance 10k Ohms Minimum 
DC Current Requirements 20 mA Maximum 
Dimensions 3.6 x 2.6 x 2.1" (91 x 66 x 53 mm) DxWxH  
Weight 0.46 lbs. (0.2 Kg.) 
Branch Box  
Input Line Connector 1 x 3-pin XLR Female 
# of Output Connectors 3 x XLR Male 
Dimensions 1.9 x 4.1 x 4.25" (48 x 105 x 108mm)  
Weight 1.2 lb (0.5 kg) 
Headset 
Type H-200S Single-Earpiece Headset 
Microphone Yes, Lo-Z/Dynamic, Noise Cancelling Microphone 
Type of Connector 4-Pin XLR Male 
Cable Length 6' (1.8 m) 
Dimensions 3.5 x 7.4 x 7.9" (89 x 188 x 201mm) 
Weight 16 oz (453.4 g) 
 

 

21.  Canon CAGL2SK1 5/Each Canon GL-2 Mini DV 
3CCD Camcorder Kit, 
20x Optical/100x Digital 
Zoom, Color Viewfinder, 
2.5" LCD Screen, 
includes Series 7 Battery 
Kit and Camcorder Bag  
 

System NTSC 
Format Mini DV  
CCD 1/4" 3CCD, 410,000 Gross Pixels, 380,000 Effective Pixels, using Pixel Shift Technology 
Audio PCM Digital Stereo 12-bit/32kHz/4ch 16-bit/48khz/2ch 
Zoom 20x Optical 40/100x Digital (for 35mm conversion 39.5-790mm) 
Lens 4.2-84mm, f/1.6-2.9 (L-Series Fluorite Lens) 
Filter Size 58mm 
Image Stabilization Yes, Optical Image Stabilization (OIS) 
Lux 6 Lux, 0.37 Lux (Slow Shutter at 1/8) 
Viewfinder 0.44" Color (180,000 Pixels) 
LCD Monitor 2.5" LCD Monitor 
Manual Controls Focus (Ring), Exposure, White Balance, TV/AV Image Control, Picture Control, Shutter Speed (1/8 - 
1/15,000), Audio Level Control 
Date & Time Yes 
Time Code Yes 
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A/V Dubbing Yes 
Line In Recording Yes, Analog/Digital 
Input/Output Interface Composite Video: RCA (x1 Input, x1 Output) Analog Audio L/R: RCA (x1 Input, x1 Output) 
FireWire: IEEE-1394 4-Pin Headphones: Mini Stereo Microphone: Mini Stereo 
Card Slot SD (Secure Digital)/MM (MultiMedia) 
Special Effects B/W, Sepia, Art, Mirror, Trail and Strobe 
Fader Yes 
Titler No 
Accessory Shoe Yes, Advanced Shoe (Hot Shoe) 
Built-in Light No, Optional VL-3 Light 
Tape Loading Side Top Loading  
Power Requirements 110-240 VAC, 50/60 Hz 7.2 VDC 
Power Consumption With Viewfinder: 4.8W With LCD: 5.7W 
Dimensions (WxHxD) 4.6 x 5.4 x 12" (11.8 x 13.6 x 30.6 cm) 
Weight 2.5 lb (1.13 kg) 
Extended Warranty – 3 Years 

22.  Bogen/Manfrott
o 

501HDV351MVB
2K 

5/each 501HDV Fluid Head with 
351MVB 1-Stage Tripod, 
3189 Mid-Level Spreader, 
and MBAG90P Tripod 
Bag - Supports 13.2 lbs 
(6.0 kg)  
 

General Load Capacity 13.2 lbs (6.0 kg) 
Maximum Height 67.1" (170.4 cm)  
Maximum Height w/o Column Extended N/A 
Minimum Height 24" (61 cm) 
Folded Length 40.7" (103.4 cm) 
Leveling Bubble/Illuminated Yes/Non 
Weight 12.5 lb (5.6 kg) 
 
Head Counter Balance System Fixed spring 
Quick Release/Wedge Plate Yes (501PL) 
Balance Plate Yes, with 58mm of travel 
Tilt Drag 1-Step 
Tilt Range -60 to +90° 
Tilt Lock Separate 
Pan Drag 1-Step 
Pan Range 360° 
Pan Lock Separate 
 
Legs  Material Aluminum alloy 
Head Attachment Fitting 3/8-16 
Leg Stages/Sections 1/2 
Leg Lock Type Fast-action clamps  
Independent Leg Spread Yes 
Spiked/Retractable Feet No 
Center Brace Mid-level 

 

23.  Canon 8032A002 5/Each Canon MA-300 Dual XLR 
Microphone Adapter & 
Holder for GL-2/XL-2 
Camcorders  
 

  

24.  Lowel GO-92LBZ 5/Each Lowel Go Pro-Visions 
Tungsten 2 Light Kit - 
consists of: 2 Pro-Lights, 
Barndoors, Umbrella, Gel 
Frame, Gels, Light 
Stands, Bulbs, LB-30 Soft 

Rating 250 Watts maximum 
Socket (Lampholder) Pro socket 
Lens (Condenser) Prismatic Glass 
Reflector (Mirror) High intensity #2 reflector 
Mounting 5/8" stand or stud 
Yoke Not applicable 
Cable 4' captive cable 
Focusing Continuously variable 
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Case - 500 Total Watts  
 

Weight 2 lbs (.9 kg) 
Dimensions 4.6 x 5 x 3.7" (11.7 x 12.7 x 9.4 cm) 
Kit Weight 15 lbs (6.8 kg) 

25.  Pelican 1510 8/each Pelican 1510 Carry On 
Case Interior Dimensions: 
19.75" x 11.00" x 7.60" 
w/wheels 

Exterior Dimensions (L x W x D)  22.00" x 13.81" x 9.00" (55.9 x 35.1 x 22.9 cm) 
Interior Dimensions (L x W x D) 19.75" x 11.00" x 7.60" (50.1 x 27.9 x 19.3 cm) 
*This case has internal wheel and/or handle wells that will reduce usable area. Please review for each application. 
Lid Depth 1.79" (4.5 cm)  
Bottom Depth 5.79" (14.7 cm) 
Total Depth 7.58" (19.2 cm)  
Weight w/Foam  13.6 lbs. (6.17 kg)  
Weight w/o Foam 11.99 lbs. (5.44 kg)  
Buoyancy Max. 64.15 lbs. (29.1 kg) 
Range Temperature  -10 / 210° F (-23 / 99° C) 
No. of Wheels  2 

 

26.  Sony DSR-1500A 4/Each Sony DSR-1500A 
DVCAM Compact 
Player/Recorder with RS-
422, 6-Pin i.Link I/O, 
DVCPRO Playback  
 

Signal System NTSC 
Tape Format DVCAM 
Tape Speed 28.2 mm/s 
Signal-to-Noise Ratio Greater than 55dB 
Maximum Recording Time 184 min 
Audio Signal Format 16-bit / 48kHz  
Frequency Response 20Hz to 20kHz  
Signal to Noise Ratio Not Specified by Manufacturer  
Input and Output Connectors Standard Connectors Component Video: BNCx3 (x1 Output) 
Composite Video: BNC (x1 Output) S-Video Y/C (x1 Output) Firewire: 6-Pin (x1 Input, x1 Output) 
Reference Video- BNC (x1 Input, 1 Loop out) Monitor Audio- RCA (x1 Output) 
Timecode- BNC (x1 Input, x1 Output) RS-422A: 9-Pin (x1) Control S: Mini Stereo (x1) 
Headphone: 1/4-Inch Phono (x1) 
Power Requirements 100-240 VAC, 50/60 Hz 
Power Consumption 55W 
Operating Temperature 41-104°F (5-40°C) 
Dimensions (WxHxD) 8.3 x 5.1 x 16.6" (21 x 13 x 42 cm) 
Weight 13.2 lb (6 kg) 
Extended Warranty – 3 Years 

 

27.  Pelican 1560B 2/Each Watertight Hard Case 
with Black Dolly with 
Foam (Black) 

Exterior Dimensions (L x W x D)  22.06" x 17.93" x 10.43" (56 x 45.5 x 26.5 cm) 
Interior Dimensions (L x W x D) 20.37" x 15.43" x 9.00" (51.7 x 39.2 x 22.9 cm) 
Lid Depth 2.00" (5.1 cm)  
Bottom Depth 7.00" (17.8 cm) 
Total Depth 9.00" (22.9 cm)  
Weight w/Foam 20 lbs. (9.07 kg)  
Weight w/o Foam 17 lbs. (7.71 kg)  
Buoyancy Max. 104 lbs. (47.17 kg)  
Range Temperature  -10 / 210° F (-23 / 99° C) 
No. of Wheels  2 

 

28.  LG 23LS7D 1/Each 23” CLASS LCD 
HDTV   

TV ATSC/NTSC/QAM Clear Tuner • 
Vide o 
Native Display Resolution 1366 x 768p 
Dynamic Contrast Ratio 700:1 
Response Time (Grey to Grey) 8ms 
Brightness (cd/m²) 450 
XD Engine™ • 
Viewing Angle (H x V) 160º x 140º 
Digital Comb Filter 3D 
Color Temperature Control 4 Modes 
Aspect Ratio Adjustment 5 Modes 
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Enhanced Noise Reduction (Video Noise Filter) • 
Enhanced Line Doubled • 
3:2 Pull-Down Correction 3:2 (480i) 
Picture Selection Mode 5 Modes 
Black Stretcher (Black Level Enhancer) • 
DTV Signal Strength Indicator • 
ACM (Active Color Management) • 
Color Processor 10 Bit 
Audio 
Mono/Stereo/Dual (MTS/SAP) • 
Audio Output Power (Watts - THD 10%) 3W + 3W 
Speaker System Details 1 Way 2 System 
Dolby Digital Decoder • 
Bass/Treble/Balance Controls • 
EZ Sound (Sound Status Mode) 6 Modes 
Mute • 
Spe cial Fe ature s 
Auto Input Detect • 
Custom Input Labels • 
PC Mode Configuration • (Manual) 
Back (Previous Channel) • 
Parental Control w/V-Chip • 
Closed Caption • 
Trilingual Menus English, Spanish, French 
EZ Menus (High Performance Interface) • 
Auto Channel Programming • 
Channel Add/Delete • 
Favorite Channel • 
Manual Clock • 
On/Off Timer • 
Sleep Timer • 
Auto Off (When no Video is Present) • 
REar Audio/Vide o Inputs/Outputs 
RF In (Antenna/Cable) 1 
L/R Audio/Composite Video In 1 
S-Video In 1 
HD Component Video In (Y,Pb,Pr) + L/R Audio 1 
HDMI/HDCP Input 1 
RGB In (D-Sub 15pin) - PC 1 
PC Audio Input 1 
RS-232c In (Control/Service) 1 
Headphone In 1 
USB (Service only) • 
Cabinet/Accessories 
Cabinet Color Gloss Black 
Remote Control Type Universal 
VESA® Compatible (W x H) 100mm x 100mm 
POWER 
Consumption (Typical) 85 W 
Stand-by Consumption (Cable Card Off) 1W 
Energy Star Compliant • 
Spe cifications 
Dimensions w/Out Stand (W x H x D) 22.9" x 16.3" x 3.3" 
Weight w/Out Stand 16.7 lbs. 
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Dimensions w/Stand (W x H x D) 22.9" x 18" x 7.8" 
Weight w/Stand 17.4 lbs. 
Dimensions w/Packaging (W x H x D) 25.8" x 19.3" x 21.6" 
Weight In Package 21.6 lbs. 
UPC 719192171381 
Warranty 1 Year Parts/Labor 
Extended Warranty – 3 Years 
 

29.  Pelican 1640 1/Each Watertight Transports 
Case with Black Dolly 
and Foam 

Exterior Dimensions (L x W x D) 27.20" x 27.50" x 16.30" (69.1 x 69.8 x 41.4 cm) 
Interior Dimensions (L x W x D) 23.70" x 24.00" x 13.90" (60.2 x 60.9 x 35.3 cm) 
*This case has internal wheel and/or handle wells that will reduce usable area. Please review for each application. 
Lid Depth 2.00" (5.1 cm)  
Bottom Depth 11.90" (30.2 cm) 
Total Depth 13.90" (35.3 cm)  
Weight w/Foam  38 lbs. (17.24 kg)  
Weight w/o Foam  34 lbs. (15.42 kg)  
Buoyancy Max. 365 lbs. (165.56 kg)  
Range Temperature -10 / 210° F (-23 / 99° C)  
No. of Wheels 4 

 

30.  Samson SAM-MDR6 4/each Samson MDR6 - 6 Input 
Stereo Desktop Mixer 
with 4 XLR Inputs, 
Phantom Power and 3-
Band EQ per Channel  
 

Total # Of Inputs 6 
Mic/Line Inputs 4 - Microphone: 3-pin XLR female (Neutrik Connection) 6 - Line: 1/4" Phone female  
Stereo Line Inputs 2 - L/R 1/4" Phone (Channels 3/4 and 5/6) 
In-Line Inputs/Returns No 
AUX Sends 1 - Stereo 1/4" Output 
AUX Returns L/R 1/4" Phone 
Inserts No 
BUS (Group) Outputs Hard Disk Mode (HDM) Utilizes 2-Track I/O to route channel signal to and from recorder 
2 Trk Master I/O Mix Out: L/R 1/4" Phone  
Control Room Out: L/R 1/4" Phone  
ALT I/O 2-Track In/Out: x2 L/R RCA Phono 
Monitor Outputs Headphone - Single 1/4" TRS Phone  
EQ Section High Shelving - 12kHz +/- 15dB  
Mid Peaking - 2.5kHz +/- 15dB 
Low Shelving - 90Hz +/- 15dB  
Solo/Mute No 
Channel Level Control 60mm Auto Taper Fader  
Trim/Gain Control Mic to Main - 74dB  
Line to Main - 56dB Mono Ch 
Line/Tape to Main - 34dB Stereo Ch  
Aux Return to Main - 20dB 
Mic to Aux Send - 74dB  
Line to Aux Send - 34dB Stereo Ch 
Phantom Power +48V 
Metering 6-Segment LED Peak Meters 
Frequency Response 
Mic to Main 5Hz - 54kHz  
Line to Main 5Hz - 54kHz 
Aux Return to Main 5Hz - 98kHz  
Line to Aux Send 5Hz - 57kHz 
Dynamic Range not specified by manufacturer 
Signal-to-Noise Ratio Equivalent Input Noise ("A" filter on, input shorted)  
Mic -128dB Line -104dB 
Total Harmonic Distortion (THD) 
Trim @ Min, +4dBu output, unity gain, 1kHz w/30 kHz LPF  
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Mic/Line to Main - 0.02% Mono ch Line to Main - 0.02% Stereo ch Line to Aux Send - 0.02% 
Power Supply 110V - 240V, 50/60Hz 
Dimensions 9.02 x 10.75 x 3.50" (229 x 273 x 89mm) 
Weight 4.5 lbs (2.1 kg) 

31.  Altman PAR46 4/each Altman PAR Head, Steel, 
Silver - 200 Watts  
 

Rating 200 watts maximum 
Socket (Lampholder) Medium end socket 
Lens (Condenser) None 
Reflector (Mirror) None 
Mounting C Clamp 
Yoke Flat bladed fork 
Cable 3' Teflon coated lead wire, plug not included (525266C) 
Focusing Variable with bulb in use 
Weight 7 lb (3.15 kg) 
Dimensions 11.75 x 10.25 x 7.75" (30 x 26 x 18 cm) 

 

32.  Altman 510 5/each Malleable Iron Pipe 
Clamp for Altman Pars, 
Scoops, Sky Cyc, Q-
Lites, Strips  

  

33.  Avenger C155 5/each Safety Cable 
 

  

34.  Altman 525266C 5/each Male Edison Connector 
Plug - 15A, 5-15P 
 

15 Amp, 
125 volt 
 2 prong plus ground,  
industrial grade female Edison plug 

 

35.  Altman PAR46MFL 8/each Lamp - 200 watts/120 
volts - for Par 46  
 

Code 200PAR463MFL 
Application Specialty, 2800° Kelvin 
Watts 200 
Volts 120 
Shape PAR-46 
Base Type GX16d 

 

36.  Stronghold WQ245004 1/each Stronghold Heavy Duty 
Double Shift Storage 
Cabinet 60x24x78  
 

Width Inches 60  
Depth Inches 24  
Height Inches 78  
Color Finish Gray  
Adjustable Shelves 8  
Assembly Assembled  
Construction Steel  
Openings  10  
Shelf Capacity Lbs 1600  
Style Double Shift  
Weight Lbs 722 

 

37.  MultiCart 660010 1/each MultiCart R-10 Rock 'N 
Roller Max Cart 

Construction Aluminum frame, 10 x 3 in wheels, 5 x 1.25 in casters 
Dimensions Expands from 35 ~ 52 in (89 ~ 132 cm) 32 in (81 cm) folding sides  
Weight Capacity 500 lbs (227 kg) 
Weight Weight: 30 lbs (12 kg) 

 

38.  AKG K44 6/each AKG K 44 Circumaural 
Closed Back Stereo Hi-Fi 
Headphones  
 

Type Closed-Back, Supra-Aural Dynamic Headphones 
Frequency Range 18 Hz - 20 kHz 
Impedance 32 Ohms 
Sensitivity (0 VU) 115 dBV 
Maximum Input Power 200 mW 
Connectors Gold-Plated Detachable 1/8" Stereo Mini to 1/4" Adapter Gold-Plated 1/8" Stereo Mini Plug  
Cable Length 8.2' (2.5 m) 
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Weight 7.7 oz (220 g) 
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39.  Sony RMMDSR15 2/each Rack Mount Kit For DSR-
1500A DVCAM VTR 
Decks/ Dual or single unit 
capable 

Compatible with these Models 
UVW-1200 
UVW-1400A 
UVW-1600 
UVW-1800 
DSR-60 
DSR-80 
DSR-85 
DSR-2000 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 




