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RE: #06ITB49976K-RS, Fairburn Neighborhood Senior Center 
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unchanged and in full force and effect. 
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130 Peachtree Street, S.W. · Suite 1168 · First Floor · Atlanta, Georgia 30303-3459 · Telephone (404) 730-5800  
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This Addendum forms a part of the contract documents and modifies the original 
ITB documents as noted below: 
 
****The bid due date has been extended to Wednesday, June 14, 2006, no later 
than 11:00a.m.**** 
 
 
 
ACKNOWLEDGEMENT OF ADDENDUM NO. 3 
   
The undersigned bidder acknowledges receipt of this addendum by returning one 
(1) copy of this form with the proposal package to the Purchasing Department, 
Fulton County Public Safety Building, 130 Peachtree Street, Suite 1168, Atlanta, 
Georgia 30335 by the ITB due date and time Wednesday, June 14, 2006 no 
later than 11:00 A.M. 
 
 
This is to acknowledge receipt of Addendum No. 3, _____ day of ____________, 2006. 
 
 

_________________________________ 
      Legal Name of Bidder 
 
       

_________________________________ 
      Signature of Authorized Representative 
 
 

_________________________________ 
      Title 
 
 
 
 
 
 



Fairburn Neighborhood Senior Center 
ITB No. 06ITB 49976K-RS 
Addendum No. 3 
6/02/06 
 
This Addendum forms a part of and modifies the bidding requirements and proposed Contract 
Documents for the subject Project, dated April 10, 2006. Receipt of this addendum shall be 
acknowledged on the Bid Form. 
 
1 ITB due date and time has been revised to Wednesday, June 14, 2006 no later 

than 11:00 A.M. 
2 Issue Drawings A3.5 Wall Sections and A3.6 Ornamental Stone Details 
3 Revise Drawing A3.8 to add new details 5|A3.8, 6|A3.8, 7|A3.8, 8|A3.8, 9|A3.8 
4 Revise Drawing A1.0 to revise drawing list 
5 Revise Specification Section 00 850 Drawing List 
6 Issue clarification structural sections and details 

 ASK-1  Sections + Details replaces 1|S4.1 
 ASK-2  Sections + Details replaces 1A|S4.1 
 ASK-3  Sections + Details replaces 1B|S4.1 
 ASK-4  Sections + Details new detail 
 ASK-5  Sections + Details new detail 
 ASK-6  Sections + Details replaces 2|S4.1 
 ASK-7  Sections + Details new detail 
 ASK-8  Sections + Details new detail 
 ASK-9  Sections + Details new detail 
 ASK-10  Sections + Details new detail 

 
7 Substitution Request by CaptiveAire is approved based upon information submitted on 

request form. 
Revise Specification Section 11 400, Part 2 – Products, sub-paragraph 2.3 List of 
Equipment, Item 8, Exhaust Hood, add to the following: 

a. “or Model CND-EMD-PSP-F, manufactured by CaptiveAire Systems” after the text 
Gaylord Industries. 

 
8 Substitution Request by Hawk, Inc. for Select Stainless is approved based upon information 

submitted on request form. 
Revise Specification Section 11 400, Part 2 Products, sub-paragraph 2.3 List of Equipment, 
Items 10, 14, 17, 21, 22, 26, 29, 36, 37, add to the following: 



c. Products manufactured by Select Stainless, Inc. modified to comply with 
specifications are acceptable. 

 
9 Substitution Request by NB Handy is approved based upon information submitted on 

request form. 
Revise Specification Section 07 410, Part 2 Products, sub-paragraph 2.01 Sheet Metal 
Roofing, paragraph B, Acceptable Manufacturers, ADD the following: 

7. FABRAL AMP Lock Architectural Roofing System. 
 
10 Substitution Request by Whirlwind Building Components  is approved based upon 

information submitted on request form. 
Revise Specification Section 07 410, Part 2 Products, sub-paragraph 2.01 Sheet Metal 
Roofing, paragraph B, Acceptable Manufacturers, ADD the following: 

8. WHIRLWIND Building Components, Weather LOK-16 
 
11 Revise Specification Section Section 11 400, Part 2 Products, sub-paragraph 2.3 List of 

Equipment, Item No. 2, Disposal, change the following: 
a. 2 HP Disposer to 1 HP Disposer. 

 
12 Revise Section 11 400, Part 2 Products, sub-paragraph 2.3 List of Equipment, Item No. 7, 

Bun Pan Rack, change the following: 
a. One unit required. 
 

13 Section 11 400, Part 2 Products, sub-paragraph 2.3 List of Equipment, Item No. 22, Work 
Table with Sink, change the following: 

a. Work table shall be 72 inches long. 
14 Section 11 400, Part 2 Products, sub-paragraph 2.3 List of Equipment, Item No. 29, 

Undercounter Dish Table, change the following: 
a. Work table shall be 90 inches long. 
 

15 Substitution Request by Sandell Mfg.:  product and manufacturer is already included in 
specification 

16 Q: Is an FF& E bid package is included for furniture bids, or is there an allowance set aside 
for furniture? 
A: The furniture for this facility is not included in this bid scope of work. A separate bid 
package for the furniture will be included in a separate bid package to be issued at a later 
date. 

17 Q: On a project of this size we will likely have 10-15 subcontractors involved (as will our 
competitors). We will be analyzing bids until moments before our proposal is due to you. As 
a result it will be very difficult to complete Exhibits B, C and D prior to submitting the bid. I 
respectfully request that we be allowed to submit these exhibits 2 days following the bid so 
that the contractors can more accurately complete them and the County will still be able to 
use them to formulate a decision. 



A: The bid process at Fulton County requires that the Equal Business Opportunity portion 
(Exhibits & EBO Plan) of the bid be submitted with the bid.  This is not an option.  This is part 
of the bid process that must be completely filled out when submitted with your bid on or 
before the bid due date. 

End Addendum No. 3 
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 Bid Number 06ITB 49976K-RS  
 Issued for Bid  April 10, 2006 
  Add. No 3. June 2, 2006 

SECTION 00 850 – LIST OF DRAWINGS 
 
CONTRACT DRAWINGS 
 
The following drawings are bound separately and are part of the Invitation to Bid documents. 
 
 
Dwg. Drawing  Issue Latest Revision  
No. Title  Date   Rev. No. Date  
 COVER SHEET 4.10.06     
 A1.0 INDEX + GENERAL  NOTES  4.10.06  2 05.25.06 
 CIVIL DRAWINGS 

C1.0 COVER SHEET 2.16.05 
C1.1 SURVEY PLAN 2.16.05 
C2.0 SITE PLAN 2.16.05 
C3.0 GRADING PLAN 2.16.05 
C3.0A GRADING PLAN 4.06.06  1 4.06.06 
C4.0 EROSION CONTROL PLAN 2.16.05 
C4.0A INITIAL EROSION CONTROL PLAN 4.06.06  1 4.06.06 
C4.1 FINAL EROSION CONTROL PLAN 2.16.05 
C4.1A INTERMEDIATE/FINAL EROSION CONTROL PLAN 4.06.06  1 4.06.06 
C5.0 PIPING PLAN 2.16.05 
C6.0 LANDSCAPE/TREE PROTECTION PLAN 2.16.05 
L1.0 LANDSCAPE/TREE PROTECTION PLAN 4.06.06  1 4.06.06 
C6.1 IRRIGATION PLAN 2.16.05 
IR1.0 IRRIGATION PLAN 4.06.06  1 4.06.06 
C7.0 EROSION CONTROL DETAIL SHEET 2.16.05 
C8.0 MISCELLANEOUS DETAIL SHEET 2.16.05 
C8.1 MISCELLANEOUS DETAIL SHEET 2.16.05 
C9.0 PROFILES 2.16.05 
C10.0 SEWER EXTENSION PLAN 2.16.05 
C11.0 BAYSAVER OIL/WATER DETAILS 2.16.05 
     
 STRUCTURAL DRAWINGS 
S1.0 GENERAL NOTES 3.28.06  1 4.06.06 
S2.0 FOUNDATION PLAN 2.16.05 
S2.1 ROOF FRAMING PLAN 2.16.05 
S3.1 TYPICAL FOUNDATION DETAILS 2.16.05 
S4.1 TYPICAL ROOF FRAMING DETAILS 2.16.05 
S5.1 BRACING ELEVATIONS 2.16.05 
     
LIFE SAFETY DRAWINGS 
LS1.0 LIFE SAFETY PLAN 2.16.05 
   
ARCHITECTURAL DRAWINGS 
A1.1 PARTITION TYPES + DETAILS 2.16.05 
A1.2 DOOR + FRAME SCHEDULE/DETAILS 2.16.05 
A2.0 ARCHITECTURAL SITE PLAN 4.10.06  1 4.06.06 
A2.1 FLOOR PLAN + DETAILS 2.16.05  1 4.06.06 
A2.2 ROOF PLAN + DETAILS 2.16.05  1 4.06.06 
A2.3 REFLECTED CEILING PLAN + DETAILS 2.16.05  1 4.06.06 
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 Bid Number 06ITB 49976K-RS  
 Issued for Bid  April 10, 2006 
  Add. No 3. June 2, 2006 

A3.0 BUILDING SECTIONS 4.10.06  1 4.06.06 
A3.1 BUILDING ELEVATIONS 4.10.06  1 4.06.06 
A3.2 WALL SECTIONS + DETAILS 4.10.06  1 4.06.06 
A3.3 WALL SECTIONS + DETAILS 4.10.06  1 4.06.06 
A3.4 WALL SECTIONS + DETAILS 4.10.06  1 4.06.06 
A3.5 WALL SECTIONS + DETAILS 5.25.06  2 5.25.06  
A3.6 ORNAMENTAL STONE DETAILS 5.25.06  2 5.25.06 
A3.7 WINDOW SCHEDULE + DETAILS 4.10.06  1 4.06.06 
A3.8 STUCCO / AIR BARRIER DETAILS 5.25.06  2 5.25.06 
A3.9 PORCH LAYOUT + DETAILS 4.10.06  1 4.06.06 
A4.0 ENLARGED PLANS 2.16.05 
   
INTERIOR DRAWINGS 
ID1.0 FLOOR FINISH PLAN 4.10.06  1 4.06.06 
ID1.1 WALL FINISH PLAN 4.10.06  1 4.06.06 
ID1.2 SIGNAGE PLAN 4.10.06  1 4.06.06 
ID1.3 FURNITURE PLAN  (FOR REFERENCE ONLY) 4.10.06  1 4.06.06 
ID1.4 TILE PATTERN PLANS 4.10.06  1 4.06.06 
ID1.5 INTERIOR ELEVATIONS 4.10.06  1 4.06.06 
ID1.6 INTERIOR ELEVATIONS 4.10.06  1 4.06.06 
ID1.7 MILLWORK DETAILS 4.10.06  1 4.06.06 
ID1.8 MILLWORK DETAILS 4.10.06  1 4.06.06 
   
KITCHEN DRAWINGS 
K1.0 KITCHEN FLOOR PLAN 2.16.05 
K2.0 KITCHEN EQUIPMENT SCHEDULE 2.16.05 
K3.1 KITCHEN PLUMBING PLAN 2.16.05 
K3.2 KITCHEN FLOOR SLOPE PLAN 2.16.05 
K4.1 KITCHEN CONNECTION ELECTRICAL PLAN 2.16.05 
K5.1 KITCHEN VENTILATION PLAN 2.16.05 
   
MECHANICAL DRAWINGS 
M1.0 HVAC PLAN 2.16.05  1 4.06.06 
M2.0 SCHEDULE + DETAILS 2.16.05 
   
ELECTRICAL DRAWINGS 
E1.0 LEGEND AND NOTES 2.16.05 
E1.1 KITCHEN POWER PLAN 2.16.05 
E2.0 LIGHTING PLAN 2.16.05 
E3.0 SYSTEMS PLAN 2.16.05 
E4.0 POWER PLAN 2.16.05 
E5.0 ELECTRICAL SITE PLAN 2.16.05 
E5.1 SITE LIGHTING CALCULATIONS 2.16.05 
    
PLUMBING DRAWINGS 
P1.0 PLUMBING PLAN 2.16.05 
P2.0 KITCHEN PLUMBING PLANS 2.16.05 
P3.0 PLUMBING SCHEDULES + DETAILS 2.16.05 
   
FIRE PROTECTION DRAWINGS 
FP1.0 PLUMBING PLAN 2.16.05 

 
END OF SECTION 00 850, LIST OF DRAWINGS  
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MATERIALS AND SYMBOLS ABBREVIATIONS

Above Finished Floor
ALT Alternative, Alternate
ALUM Aluminum
ANOD Anodized
ARCH Architect, Architectural
ASPH Asphalt
AU Ash Urn
BD Board (Architectural)
BG Bumper Guard
BITUM Bituminous
BLDG Building
BLKG Block(ing)
BM Beam
BRK Brick
BRZ Bronze
BUR Built-up Roofing
BWK Brick Work
CAB Cabinet
CCT

ADH

Cubicle Curtain Track
CG Corner Guard
C.I.P. Cast-in-Place
CJ Control Joint
CL Ceiling Line
CLG Ceiling
CLO Closet
CLR Clear
CMU Concrete Masonry Unit
COL Column

ADJ

CONC Concrete
CONT

DF

CORR Corridor

AB
Acoustical Tile
Adhesive
Adjustable

Drinking Fountain
DIA Diameter

 Continuous

CPT Carpet (Architectural)
CR Curtain Rod (Shower)
CT Ceramic Tile
DEMO Demolish, Demolition
DET

DW Dumbwaiter

Detail

Elevation
Electric(al)

Finish Floor Elevation

FLUOR

DIM Dimension
DN Down
DR Door
DS Downspout
DTL Detail

DWG Drawing
DWR Drawer
EA Each
EDF Elect. Drinking Fountain
EJ Expansion Joint
EL
ELEC
ELEV

Fluorescent

EPX
EQ

FHC Fire Hose Cabinet
FIN

F.O.F. Face of Finish

EQUIP
EXP

FURR

EXT

Furring

FAC

GA

FD

Gauge

Equipment

Elevator
Epoxy
Equal

Exposed
Exterior
Fire Apparatus Cabinet

Anchor Bolt

AFF

Floor Drain
FE Fire Extinguisher
FEC Fire Extinguisher Cabinet
FFE

Grab Bar
GC

Finish

Handrail

Knockdown

MIR

LF

Light

FLR Floor(ing)

GALV Galvanized
GB

General Contractor
GWB Gypsum Wallboard
HC Handicapped
HDW Hardware
HDWD Hardwood
HM Hollow Metal
HOR Horizontal
HR
HT Height
HVAC Heating/Ventilating/Air Cond.
HV Homogeneous Vinyl
IN Inches
INS Insulation
INT Interior
JAN Janitor
JT Joint
KIT Kitchen
KO Knockout
KD

Material
MBH

AB

MECH

GENERAL CONSTRUCTION NOTES

LAM

1. ALL CONSTRUCTION SHALL COMPLY WITH ALL FEDERAL, STATE AND LOCAL BUILDING CODE
REQUIREMENTS.

2. THESE PLANS HAVE BEEN PREPARED IN CONFORMITY WITH GEORGIA ACCESSIBILITY CODE, 1997 FOR
MAKING BUILDINGS AND FACILITIES ACCESSIBLE TO AND USABLE FOR THE PHYSICALLY DISABLED, TO THE
BEST OF OUR KNOWLEDGE, INFORMATION AND BELIEF FOR THE SCOPE OF WORK HEREIN SUBMITTED.

3. THE PURPOSE OF THE ENCLOSED DOCUMENTS IS TO CONVEY DESIGN INTENT ONLY. tHE CONTRACTOR
SHALL, (A) BE SOLELY RESPONSIBLE FOR COMPLIANCE WITH ORDERS OF ANY PUBLIC AUTHORITY BEARING
THE PERFORMANCE OF THE WORK (B) PROMPTLY NOTIFY THE ARCHITECT.

4. DO NOT SCALE DRAWINGS, DIMENSIONS GOVERN.

5. ALL WALLS ARE LAYED OUT AT 90 DEGREES, UNLESS NOTED OTHERWISE.

6. ALL DIMENSIONS ARE TO STUD FACE, UNLESS NOTED OTHERWISE.

PRECONSTRUCTION MEETING.

8. ALL CHANGES TO CONSTRUCTION DOCUMENTS MUST BE APPROVED BY THE BUILDING INSPECTIONS
DEPARTMENT PRIOR TO THE CONSTRUCTION OR MODIFICATION. FINAL INSPECTION WILL BE HELD UP IF
BUILDING IS NOT BUILT ACCORDING TO THE APPROVED PLANS.

9. A COPY OF THE APPROVED DRAWINGS MUST BE KEPT AT THE SITE AVAILABLE TO THE FIELD INSPECTOR.

10. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO INSURE THAT EACH SUBCONTRACTOR
SUBMITS PLANS TO THE PLANS ENGINEER FOR APPROVAL AND OBTAINS PROPER PERMITS, SUCH AS
UNDERGROUND WATER LINES, SPRINKLER SYSTEMS, ELECTRICAL, PLUMBING, HEATING AND AIR, ETC. IF
THESE SUBCONTRACTORS DO NOT OBTAIN PERMITS TO BEGIN WORK THE PERMIT FEES ARE SUBJECT TO BEING
 DOUBLED. THE GENERAL CONTRACTOR WILL NOT GET A BUILDING FINAL OR CERTIFICATE OF OCUPANCY
FROM THE BUILDING INSPECTIONS DEPARTMENT UNTIL ALL PLANS ARE RECEIVED AND PERMITS HAVE BEEN
PROPERLY OBTAINED, AND ALL FINAL INSPECTIONS ARE MADE.

11. THE CONTRACTOR MUST SEE THAT FINAL INSPECTIONS ARE MADE ON THE BUILDING PERMIT AND ON EACH
SUBCONTRACTOR PERMIT; A CERTIFICATE OF OCCUPANCY WILL NOT BE ISSUED BY THE BUILDING
INSPECTIONS DEPARTMENT UNTIL ALL FINALS ARE MADE AND THE FIRE MARSHAL HAS RELEASED FOR
CERTIFICATE OF OCCUPANCY.

12. SUBMIT COPIES OF ALL SOILS, CONCRETE, BOLT AND WELD REPORTS TO DESIGNATED BUILDING
INSPECTOR.

CONSTRUCTION.

14. NO CERTIFICATE OF OCCUPANCY WILL BE ISSUED UNTIL ALL SITE IMPROVEMENTS HAVE BEEN COMPLETED.

15. HIGH INTENSITY LIGHTING FACILITIES SHALL BE SO ARRANGED THAT THE SOURCE OF ANY LIGHT IS
CONCEALED FROM PUBLIC VIEW AND FROM ADJACENT RESIDENTIAL PROPERTY AND DOES NOT INTERFERE
WITH TRAFFIC.

16. ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY FLAGGING AND OR FENCING
PRIOR TO COMMENCMENT OF ANY LAND DISTURBANCE.

17. NO OUTSIDE STORAGE PROPOSED. THIS INCLUDES SUPPLIES, EQUIPMENT, VEHICLES, PRODUCTS, ETC.

19. INTERPRETATION OF CONFLICTS, SHOULD CONFLICTS OCCUR IN THE CONTRACT DOCUMENTS, AND THE
CONTRACTOR SHALL REQUEST INTERPRETATION BEFORE PROCEEDING WITH THE WORK. ALL SUCH REQUESTS
 SHALL FIRST BE PRECEEDED BY A DILIGENT INVESTIGATION INTO THE CONTRACT DOCUMENTS. EVIDENCE OF
SUCH INVESTIGATIONS SHALL BE CONTAINDED IN ALL SUCH REQUESTS FOR FAILURE TO CARRY OUT THE
WORK IN A SATISFACTORY MANNER. SHOULD CONFLICTS OCCUR IN AND/OR BETWEEN DRAWINGS AND/OR
SPECIFICATIONS, THE CONTRACTOR IS DEEMED TO HAVE ESTIMATED ON THE MORE EXPENSIVE WAY OF DOING
 THE WORK UNLESS HE SHALL HAVE ASKED FOR, AND OBTAINED, WRITTEN INTERPRETATION AND DECISION
BEFORE SUBMISSION OF HIS/HER BID AS TO WHICH MATERIAL AND METHOD WILL BE REQUESTED.

20. THE CONTRACT DOCUMENTS ARE DIAGRAMMATIC IN NATURE SHOWING THE DESIGN INTENT BUT NOT

CONTRACT BY THE CONTRACTOR, HE REPRESENTS THAT THE CONTRACT DOCUMENTS IN ADDITION TO THE
SUBSEQUENT SUBMITTALS PROVIDED BY THE CONTRACTOR APPROVED BY THE ARCHITECT, ARE ADEQUATE TO
 COMPLETE THE CONSTRUCTION.

21. IN ADDITION TO THE CONTRACT DOCUMENTS, OTHER DRAWINGS MAY BE NECESSARY FOR THE
CONTRACTOR TO CARRY THE THE WORK TO A SUCCESSFUL CONCLUSION. SUCH THINGS AS ADDITIONAL
DETAILS AND SHOP DRAWINGS MAY BE NECESSARY AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR
PREPARING ALL SUCH DRAWINGS AND SUBMITTING THEM FOR THE ARCHITECTS REVIEW AS REQUIRED TO
CONFIRM THE INTENT OF THE DESIGN. tHE CONTRACTOR'S SCHEDULE SHALL ALLOW TIME FOR SUBMITTALS OF
 INTERPRETATION/CLARIFICATIONS AND DRAWINGS SO AS TO CAUSE NO DELAY IN THE WORK.

22. BY MY SIGNATURE BELOW I ANTHONY VINCENT POPE AIA, NOMA AFFIRM THAT TO THE BEST OF MY
KNOWLEDGE AND BELIEF THE DESIGN OF THE PROJECT IS IN FULL COMPLIANCE WITHTHE LATEST
PUBLICATIONS OF THE AMERICANS WITH DISABILITIES ACT SINCE THE DESIGN, CONTRACT DOCUMENTS AND
SPECIFICATIONS HAVE BEEN REVIEWED THOROUGHLY BY ME, AS AN ARCHITECT EXPERIENCED IN ADA
COMPLIANCE.

Mechanical

Anchor Bolt
Laminated

LAV

Mirror with Shelf
MO Masonry Opening
MR Mop Rack
MTG Mounting
MTL Metal
MUL Mullion
N/A Non Applicable
NIC Not in Contract
NOM Nominal
NRC Noise Reduction Coefficient
NTS Not to Scale
OA Overall
OC On Center
OD Outside Diameter
OPNG Opening
OPP Opposite
PC Precast
PLAS Plaster
P LAM Laminate
PNL Panel
PROJ Proj
PTD Paper Towel Dispenser
PWD Plywood
PT
PS

Paint
Purse Shelf

QT

SCHED Schedule

Quarry Tile
R.O.W. Right of Way
RD Roof Drain
REF Refrigerator
REINF Reinforced, Reinforcement

SND

REQD Required
RH Robe Hook
RM Room
RO Rough Opening

Storage

SD Soap Dish
SDP Soap Dispenser
SECT Section
SF Square Foot (feet)
SGT Structural Glazed Tile

UL

SHT Sheet
SHTH Sheathing
SIM Similar

Sanitary Napkin Disposal
SNV Sanitary Napkin Vendor
SPECS Specifications
SS Stainless Steel
STC Sound Transmission Coefficient
STD Standard
STOR
STL Steel
STRUC Structure or Structural
SUSP Suspended
SV Sheet Vinyl
T Toilet
T/CONC Top of Concrete
T/S Top of Steel/Slab
T/W Top of Wall
T&G Tongue and Groove
TB Towel Bar
TEL Telephone
THK Thick(ness)
TPD Toilet Paper Dispenser
TYP Typical
UC Undercut

Urinal
Underwriters Laboratory
UR

USU Utility Shelf Laboratory
VCT Vinyl Composition Tile
VERT Vertical
VEST Vestibule
VWC Vinyl Wall Covering
WD Wood

Wire Glass
Weight
Waste Receptacles

WG
WT
WR

Lavatory
Linear Feet

LKR Locker
LT
MAS Masonry
MATL

Mop & Broom Holder

Mirror
M/S

ACT

7. CONTRACTOR REQUIRED TO CALL FULTON COUNTY BUILDING INSPECTOR TO SCHEDULE

13. NOTIFY FULTON COUNTY INSPECTIONS 24 HOURS BEFORE BEGINING OF EVERY PHASE OF

18. ALL CONSTRUCTION TO COMPLY WITH FULTON COUNTY STANDARDS.

SHOWING EVERY DETAIL REQUIRED FOR THE COMPLETED CONSTRUCTION. BY EXECUTION OF THE

ACCESSORIES
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Se
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• cover sheet

• a1.0 index + general  notes

  

 civil drawings

• c1.0 cover sheet

• c1.1 survey plan

• c2.0 site plan

• c3.0 grading plan

• c3.0A grading plan

• c4.0 erosion control plan

• c4.0A erosion control plan

• c4.1 final erosion control plan

• c4.1A intermediate/final erosion control plan

• c5.0 piping plan

• c6.0 landscape/tree protection plan

• l6.0 landscape/tree protection plan

• C6.1 irrigation plan

• ir1.0 irrigation plan

• c7.0 erosion control detail sheet

• c8.0 miscellaneous detail sheet

• c8.1 miscellaneous detail sheet

• c9.0 profiles

• c10.0 sewer extension plan

• c11.0 baysaver oil/water details

  

 structural drawings

• s1.0 general notes

• s2.0 foundation plan

• s2.1 roof framing plan

• s3.1 typical foundation details

• s4.1 typical roof framing details

• s5.1 bracing elevations

  

life safety drawings

• ls1.0 life safety plan

architectural drawings

• a1.1 partition types + details

• a1.2 door + frame schedule/details

• a2.0 architectural site plan

• a2.1 floor plan + details

• a2.2 roof plan + details

• a2.3 reflected ceiling plan + details

• a3.0 building sections

• a3.1 building elevations

• a3.2 wall sections + details

• a3.3 wall sections + details

• a3.4 wall sections + details

• a3.5 not used

• a3.6 ornamental stone details

• a3.7 window elevations

• a3.8 roof details

• a3.9 porch layout + details

• a4.0 enlarged plans

interior drawings

• id1.0 floor finish plan

• id1.1 wall finish plan

• id1.2 signage plan

• id1.3 furniture plan  (for reference only)

• id1.4 tile pattern plans

• id1.5 interior elevations

• id1.6 interior elevations

• id1.7 millwork details

• id1.8 millwork details

kitchen drawings

• k1.0 kitchen floor plan

• k2.0 kitchen equipment schedule

• k3.1 kitchen plumbing plan

• k3.2 kitchen floor slope plan

• k4.1 kitchen connection electrical plan

• k5.1 kitchen ventilation plan

mechanical drawings

• m1.0 hvac plan

• m2.0 schedule + details

electrical drawings

• e1.0 legend + notes

• e1.1 kitchen power plan

• e2.0 lighting plan

• e3.0 systems plan

• e4.0 power plan

• e5.0 electrical site plan

• e5.1 site lighting calculations

 

plumbing drawings

• p1.0 plumbing plan

• p2.0 kitchen plumbing plans

• p3.0 plumbing schedules + details

fire protection drawings

• fp1.0 plumbing plan



02  Division 2
02-1  6" Diameter perforated drain pipe. Refer to C-Series Drawings
02-2  #57 Stone fill
02-3  Concrete curb + gutter
02-4  Ornamental metal fencing
02-5  Vinyl coated chain link fencing
02-6  Asphalt paving
02-7  Landscape. Refer to C-Series drawings

 
03  Division 3
03-1  4” Concrete floor slab
03-2  Concrete formed drainage trench
03-3  6" brick ledge
03-4  4" concrete sidewalk with broom finish
03-5  4" Compacted grade

 
04  Division 4
04-1  Brick masonry veneer
04-2  Ornamental stacked stone veneer
04-3  8" concrete masonry unit
04-4  1/2" premolded expansion filler
04-5  Pea grout fill
04-6  Adjustable masonry anchor
04-7  Masonry weeps at 24" o.c. horizontal

 
05  Division 5
05-1  2" steel decking with neoprene washers at all fasteners
05-2  1 1/2" steel decking
05-3  Cold formed metal framing roof truss
05-4  Concealed glu-lam anchors
05-5  6", 18 gauge metal studs @16" o.c.
05-6  3 x 3 steel tube framing
05-7  5/8" extruded aluminum reglet
05-8  3 1/2" x 6" steel plate sill
05-9  Steel 6 x 6 angle. Refer to S-Series drawings
05-10  Stainless steel rafter tail cap

 
06  Division 6
06-1  Fire treated wood blocking
06-2  Fire treated wood nailer
06-3  1/2" hardwood maple sill with pencil edge
06-4  Hard maple veneer wood panels - factory finished
06-5  1/2" Dens-Glas sheathing panel
06-6  Barrier membrane behind each masonry anchor
06-7  Liquid moisture /air barrier
06-8  Reinforcing mesh
06-9  Glu-laminated beam, architectural grade with clear finish
06-10  2x6 Douglas Fir, T+G wood decking, clear finish
06-11  Douglas Fir fascia
06-12  Maple veneer cabinets
06-13  Laminated Veneer Lumber Beam. Refer to S-Series drawings
06-14  Interior architectural woodwork. Refer to ID-Series drawings

07  Division 7
07-1  Bituminous damp proofing
07-2  Foundation waterproofing
07-3  1 1/2"  Standing seam metal roofing, Double Lock Seams
07-4  R-19, Glass fiberfoil faced blanket insulation
07-5  Acoustical sound batts. Extend 24" beyond vertical wall, entire

perimeter at ceiling applications
07-6  Lead coated copper head flashing
07-7  Masonry control joint
07-8  Sealant  and compressible backer rod joint
07-9  WR Grace Ice and Water Shield moisture barrier
07-10  Lead coated copper through-wall flashing
07-11  Flashing reglet
07-12  Custom stainless steel gutter bracket
07-13  3" polyiso nailable roof insulation board
07-14  Rigid insulation infill
07-15  Roof to wall metal flashing
07-16  1/8" thick protection board
07-17  2" rigid insulation
07-18  Tapered insulation
07-19  Metal roof equipment curb, insulated
07-20  6" dia. downspouts anchored to masonry wall
07-21  4" square downspouts
07-22  1" Rigid Cavity Wall Insulation
07-23  6 Mil vapor barrier
07-24  Continuous galvanized steel stiffener
07-25  Sealant bead
07-26  Metal fascia to match roofing system
07-27  Hemmed roof edge

 
08  Division 8
08-1  Insulated steel door
08-2  Wood door with maple veneer finish
08-3  Aluminum entrance doors with 1" insulated glazing
08-4  Aluminum automatic entrance doors
08-5  Aluminum storefront window wall system
08-6  1" insulated glazing, Solarban 60 -Azuria
08-7  Hollow metal door frames
08-8  Aluminum louver system, dark bronze finish
08-9  Aluminum appllied mullion

 
09  Division 9
09-1  Expanded metal lath
09-2  Acoustical panel ceiling, type 1
09-3  Acoustical panel ceiling, type 2
09-4  Stainless steel lay-in panel, 20 guage
09-5  1/2" Stucco wall veneer
09-6  Stucco finish coat
09-7  Aluminum threshold
09-8  Marble threshold
09-9  Metal transition strip
09-10  Ceramic tile flooring. Refer to ID-Series drawings
09-11  Acoustical wall panel - fabric wrapped, spline mounted
09-12  Epoxy flooring system with integral cove base
09-13  Vct resilient flooring. Refer to ID-Series drawings for patterns
09-14  Carpet floor finish. Refer to finish plan for patterns
09-15  FRP wall panels and trim
09-16  5/8"  gypsum board with paint finish
09-17  5/8" gypsum board soffit with level 5 finish
09-18  Resilient base
09-19  1-piece metal lath expansion joint
09-20  Athletic walking surface. Refer to ID-Series drawings

 
10  Division 10
10-1  Ceiling hung phenolic toilet partitions
10-2  Corner guard
10-3  Maple handrail system
10-4  Recessed fire extinguisher cabinet
10-5  Ceiling mounted tv support bracket
10-6  Wall mounted bulletin board
10-7  Wall mounted fire extinguisher
10-8  Painted wood shelving
10-9  Wall mounted emergency aid device
10-10  Wall mounted pencil sharpener
10-11  Wall mounted signage
10-12  Metal storage shelving
10-13  Wall Mounted Paper Towel Dispenser
10-14  Wall Mounted Soap Dispenser
10-15  Wall Mounted Mirror

 
11  Division 11
11-1  Stainless steel food service equipment. Refer to K-Series drawings

 
12  Division 12
12-1  Recessed entrance mat. Dark bronze aluminum frame
12-2  Horizontal mini-blinds. Dark bronze finish
12-3  Horizontal roller shade. (Alternate)

 
14  Division 14
14-1  Not Used

 
15  Division 15
15-1  Electric drinking fountain
15-2  Sidewall air diffuser
15-3  Electric wall heater
15-4  Floor drain - Refer to P-Series drawings for details
15-5  Outside air intake louver
15-6  Kitchen exhaust fan
15-7  Kitchen exhaust hood

 
16  Division 16
16-1  Custom pendant lighting fixtures
16-2  Pendant luminaires with aircraft cable support
16-3  Exterior wall fixture
16-4  Ceiling mounted fan
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Wall Section 5
Scale:  3/4" =  1'-0"1
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1COLUMN TYPE 1
SCALE: 1/2" = 1'-0"

SCALE: 1/2" = 1'-0"

SCALE: 1/2" = 1'-0"SCALE: 1/2" = 1'-0"SCALE: 1/2" = 1'-0"2COLUMN TYPE 2 3COLUMN TYPE 3 4COLUMN TYPE 4

5 TYPICAL MASONRY DETAIL 6 TYPICAL COLUMN DETAIL
SCALE: 1 1/2" = 1'-0" 7 CANOPY COLUMN DETAIL CANOPY COLUMN DETAIL

SCALE: 1 1/2" = 1'-0" SCALE: 1 1/2" = 1'-0"

1.  stacked CMU column.  refer to structural
drawings for reinforcing requirements
2.  ornamental stone veneer on mortar setting bed (type
N).  Stone thickeness varies.  Installer shall use 1" thick
pieces adjacent to window framing areas
3.  Concrete footing.  Refer to structural drawings for
size and reinforcing requirements
4.  Finished grade
5.  Stacked CMU base.  Refer to structural drawings for
size and reinforcing requirements
6.  Concrete parqing @ top of pier.  Parquing shall
cover all openings, voids, and have a smooth rounded
cap.

8
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Air Barrier Detail
Scale:  3"   =  1'-0"1

ANCHORS SEALED WITH
JOINT TREATMENT

LIQUID AIR BARRIER MEMBRANE

1" RIGID INSULATION

MASONRY ANCHOR
COATED WITH LIQUID AIR BARRIER
MEMBRANE

 JOINT TREATMENT

THROUGH-WALL FLASHING

FOUNDATION
WATERPROOFING

1/2" DENS GLAS SHEATHING

BRICK

Joint Treatment Detail
Scale:  3"   =  1'-0"2

ROUGH OPENING

SHEATHING JOINT

MESH

BARRIER MEMBRANE FILL

MOISTURE/AIR BARRIER C

BARRIER MEMBRANE FILL

MESH

HEAD FLASHING

Masonry Anchor Detail
Scale:  3"   =  1'-0"3

BARRIER MEMBRANE

BRICK ANCHOR

FASTENERS THROUGH
BARRIER MEMBRANE
INTO STUD

INSTALLED ANCHOR

WATERPROOFING/AIR
BARRIER

1/2" DENS GLAS SHEATH

Pipe Penetration Detail
Scale:  3"   =  1'-0"4

SEALANT WITH BACKER
ROD BETWEEN PIPE
AND CLADDING.

16 GAGE STEEL STUD FRAMIN

1/2" DENS GLAS SHEATHING

JOINT TREATMENT

MOISTURE/AIR BARRIER COAT

PIPE  OR CONDUIT PENETRAT

Rough Opening Prep Detail
Scale:  3"   =  1'-0"5

STEP 1

STEP 2

STEP 3

STEP 4

INSTALL SHEET OF MOISTURE
BARRIER AT BOTTOM OF
OPENING

INSTALL BARRIER MEMBRANE
ON SILL OF ROUGH
OPENING AND ONTO
THE MOISTURE BARRIER.
LAP UP THE JAMBS A
MINIMUM OF 4" (100MM)

COMPLETELY SEAL CORNER
BY APPLYING A 2"
(50MM) STRIP OF BARRIER
MEMBRANE DIAGONALLY
AS SHOWN.

SLIDE HEAD FLASHING UNDER
TOP SHEET.

WRAP MOISTURE BARRIER
AROUND JAMBS
OVERLAPPING BARRIER
MEMBRANE 2" (50MM).

STEP 4

STEP 3

STEP 2

STEP 1

PAN FLASHING TO BE
SPLICED INTO OPENING
PROTECTION

Head Flashing Detail
Scale:  3"   =  1'-0"6

BARRIER MEMBRANE
WRAPPED INTO ROUGH
OPENING HEAD

HEAD FLASHING WITH
UPTURN LEG BETWEEN
BARRIER MEMBRANE
AND MOISTURE BARRIER

BARRIER MEMBRANE
WRAPPED ONTO ROUGH
OPENING JAMB

MOISTURE BARRIER

BOXED STEEL STUDS @ JAMB

1/2" DENS GLAS SHEATHING

MOISTURE/AIR BARRIER

Stucco Component Detail
Scale:  3"   =  1'-0"7

CASING BEAD

EXPANDED METAL LATH

16 GAGE 6" METAL STUD
FRAMING

1/2" DENS GLAS SHEATHING

LIQUID MOISTURE BARRIER

STUCCO  SCRATCH COAT

STUCCO  BROWN COAT

STUCCO PRIMER

STUCCO SMOOTH  FINISH

Control Joint Detail
Scale:  3"   =  1'-0"8

EXPANDED METAL LATH

16 GAGE 6" METAL STUD FRAMING

1/2" DENS GLAS SHEATHING

LIQUID MOISTURE/AIR  BARRIER

1/2" STUCCO WALL FINISH

CONTROL JOINT

STUCCO PRIMER

STUCCO SMOOTH WALL FINISH

Stucco Corner Detail
Scale:  3"   =  1'-0"9

CORNER BEAD FILLED SOLID
WITH STUCCO PRESSED
THROUGH THE PERFORATED

1/2" DENS GLAS SHEATHING
MOISTURE BARRIER
CONTINUOUS AROUND CORNER
12" MIN. W/O BREAK

1/2" STUCCO WALL FINISH

STUCCO PRIMER

STUCCO SMOOTH WALL FINISH

16 GAGE, 6" BOXED METAL
STUD FRAMING

EXPANDED METAL LATH
CONTINUOUS AROUND CORNER
24" MIN. W/O BREAK

FLANGE
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