ISHED GRADE TO BE FLUSH WITH THE EDGE OF THE DRIVE (TYP)

*SEE DWG. NO. 110 FOR STREET CUT REPAIRS

COMPACT SUBGRADE TO TRENCH SPECIFICATIONS:

NOTES:

RIW RIW
A L
SEE DWG. NO. 103 FOR ALLOWABLE
_ _ CUT PLACEMENT WIDTHS
DRIVEWAY STREET
AIN TRENCH

WIDTH OF REPAIRED DRIVEWAY.
TO MATCH EXISTING DRIVEWAY

3000 PSI CONC

CONCRETE
SECTION A-A

5

1. FINISH SURFACE OF REPAIRED AREA TO MATCH EXISTING SURFACE
2. EDGES OF CUT TO BE SAWN VERTICALLY
3. EXPANSION MATERIAL TO BE USED AS DIRECTED

WIDTH OF REPAIRED DRIVEWAY
TO MATCH EXISTING DRIVEWAY

0. 57 CRUSHED STONE

6" MIN
COMPACTED

‘OMPACT SUBGRADE TO TRENCH SPECIFICATIONS

GRAVEL
SECTION A-A

WIDTH OF REPAIRED DRIVEWAY.
TO MATCH EXISTING DRIVEWAY

YPE "E" ASPHALT

OMPACT SUBGRADE TO TRENCH SPECIFICATIONS

ASPHALT
SECTION AA
DATE REVISIONS DATE REVISIONS IDRAWING NO.|
FULTON COUNTY STANDARD DETAIL 131 A DGS/DRN /CHKD: CMS FULTON COUNTY PUBLIC WORKS
DRIVEWAY CUT REPAIRS— CONCRETE, GRAVEL & ASPHALT APPROVED: __REW 141 PRYOR ST. ATLANTA, GA. 30303 | 13
) DATE: 12-2—-05 404—-612—7400 FAX: 404—224-0498
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