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FOR SIDEWALK DETAILS

SEE DWG 308
BOTTOM OF DITCH TO *
BE 1'9" BELOW ELEV. o
OF SHOULDER

FOR PAVEMENT MATERIAL
SEE DWG 301

B:1 (2":1') OR FLATTER
SIDEWALK CAN BE NO GREATER

THAN 2% (1/47:17 MAX)

COUNTY ROADS, NOT CURBED WITH SIDEWALK

N.T.S.

GUTTER

BACK OF CURB TO BE
TERMINATED 14'-6" FROM
¢ OF UNCURBED ROAD
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CURB & GUTTER BEGIN TAPER

L

COUNTY ROADS

PAVEMENT MATERIAL SCHEDULE

ASPH. CONC. 9.5 mm SUPERPAVE, 165 Ib/yd® (1-1/2")

ASPH. CONC. 19 mm SUPERPAVE, 220 Ib/yd® (2")

ASPH. CONC. 25 mm SUPERPAVE, 330 Ib/yd® (3")

@ e

GRADED AGGREGATE BASE (CRUSHER RUN) 8"

#TACK COAT (CRS2H, SS! or AC30) TO BE USED AS REQUIRED

#HPRIME COAT (RC70) TO BE USED AS REQUIRED

SLOPE TABLE

. CUT SLOPE FILL SLOPE
SECTION A—A T ] T )
- T — 0'-5 S’ OR MORE|0'-5 S’ OR MORE
IF EXISTING UNCURBED ROAD IS WIDER THAN 29, THE DIMENSION IS TO BE 6'-6" FROM T
EXISTING EDGE OF PAVEMENT. 41 il 411 21
INTERSECTION OF CURBED AND UNCURBED ROADS
WITH NO TURN LANES
N.T.S.
|DATE REVISIONS DATE REVISIONS PRAWING NO
_mIOm
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