
PENSACOLA, FLORIDA
PHONE: (800) 842-9979      FAX: (850) 455-5200

WATER PLUS CORPORATION

M
O

U
N

T
IN

G
 S

T
A

K
E

LO
C

K
IN

G
 P

IN STAINLESS STEEL
SPIGOT

EVACUATION
OUTLET

EVACUATION
VALVE
BRASS BALL
VALVE
MAIN VALVE HANDLE

WATERWAY HOUSING

PEDESTAL BASE
LOW DENSITY
POLYETHELENE

STAINLESS
STEEL
VALVE STEM

WATERWAY
HOUSING

ALL BRASS
WATERWAY

EVACUATION
TUBING

BRASS
ANGLE
BALL VALVE

3/4" CTS BRASS INLET
COMPRESSION

MAIN VALVE DETAIL

LEFT SIDE VIEW

S
T

A
N

D
A

R
D

 D
E

P
T

H
 B

U
R

Y
 3

'0
" 

 (
A

N
Y

 D
E

P
T

H
 A

V
A

IL
A

B
LE

)
#7 MASTER LOCK
(BY CUSTOMER)

LEFT SIDE VIEW

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
FULTON COUNTY PUBLIC WORKS 141 PRYOR ST. ATLANTA, GA. 30303 404-612-7400 FAX: 404-224-0498

AutoCAD SHX Text
826

AutoCAD SHX Text
DGS/DRN/CHKD: APPROVED: DATE:

AutoCAD SHX Text
TPM

AutoCAD SHX Text
TPM

AutoCAD SHX Text
1-30-18

AutoCAD SHX Text
FULTON COUNTY STANDARD DETAIL 826 WATER SAMPLING STATION

AutoCAD SHX Text
1/18

AutoCAD SHX Text
TPM

AutoCAD SHX Text
SEE DRAWING

AutoCAD SHX Text
1 OF 1

AutoCAD SHX Text
MODEL 301D ABOVE GRADE SAMPLING STATION

AutoCAD SHX Text
7/21/00

AutoCAD SHX Text
F301D

AutoCAD SHX Text
(COVER REMOVED) SCALE:  0.20" = 1.00'

AutoCAD SHX Text
SCALE: 0.20 = 1.00"

AutoCAD SHX Text
(COVER INSTALLED) SCALE:  0.125" = 1.00'

AutoCAD SHX Text
LETTERING

AutoCAD SHX Text
MODEL 301D - DRY BARREL DESIGN MODEL 301D DRY BARREL DESIGN 	 CLOSED & LOCKED 	 The Model 301D The Model 301D sampling station features a high impact resistant polyethylene enclosure available in two standard colors; medium green and blue.  The blue enclosure shall be installed. Station security is accomplished through standard pin allen bolt. Additional station security is provided by a stainless steel latch lock handle located on the throttling valve which accepts a standard pad lock. The 301D features all brass and stainless steel waterway, stainless steel spigot for flaming, brass throttling valve, 3/4" CTS compression inlet and a totally enclosed PVC housing which protects all operating mechanisms. The Model 301D features a dry barrel design. Barrel evacuation is achieved through a 1/4" copper evacuation tube using a hang pump or compressed air. Standard depth bury is 36" with any depth available. The 301D is activated by opening the main valve. Operator may then throttle the water flow using the spigot mounted ball valve. When sampling is complete, operator closes main valve, opens 1/4" evacuation valve and evacuates the station.
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